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[bookmark: _Toc327548005][bookmark: _Toc327548205][bookmark: _Toc330993688]1 Background and new requirements
GSMA NRG 5GMRR has discussed the deployment of the 3GPP standardized SEPP. In particular, 5GMRR has discussed that the SEPP can also be outsourced and hosted by a provider outside the PLMN and has denoted this case as Hosted SEPP and the provider of the Hosted SEPP as Hosted SEPP provider, for example an IPX provider. 5GMRR has also discussed that a PLMN may use both “local” SEPPs (managed by PLMN) and Hosted SEPPs, i.e., the PLMN has “local” SEPPs each handling a set of roaming relations, while the Hosted SEPPs handle different set of roaming relations.
Note that a hosted SEPP is not to be confused with a roaming hub as these are separate roles with different requirements.
5GMRR has agreed on the following requirements on Hosted SEPP:
· NFs like AMF, NRF, SMF, UDM shall not be impacted by the decision to deploy a Hosted SEPP, i.e.,
· A NF in the VPLMN shall discover and interact with NF(s) in the HPLMN as standardized by 3GPP.
· A NF in the HPLMN shall interact with NF(s) in the VPLMN as standardized by 3GPP.
· All SBI messages shall be transmitted securely between the PLMN and the Hosted SEPP deployment.
· Both the operator edge and the edge of the hosted SEPP deployment need to be protected.
· A roaming partner SEPP shall interact with the Hosted SEPP as standardized by 3GPP. Section 4.19 of GSMA PRD IR.67 describes the use of DNS in Peer SEPP FQDN(s) discovery including the FQDN discovery for a non-MNO SEPP. Section 5.1.2 of GSMA PRD FS.34 describes the FQDN of the non-MNO SEPP.
· The Hosted SEPP providers shall isolate the processing for each PLMN from the processing for other PLMNs. The hosted SEPP provider shall be able to use a different TLS certificate per serving PLMN for an incoming TLS connection, as the MNC and MCC of that PLMN are encoded in the certificate. This certificate shall be dedicated to the given PLMN (i.e., shall not contain MNC/MCC combinations belonging to any other PLMN). It is assumed that the hosted SEPP is only able to obtain a certificate with an MCC/MNC combination if the affected MNO has previously authorized this.
2 Actions to 3GPP SA3
GSMA NRG 5GMRR kindly requests 3GPP SA3 to consider the above requirements and to provide support for Hosted SEPP deployment scenario in their specification.
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