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* * * * Start of 1st Change * * * * 
[bookmark: _Toc27847042][bookmark: _Toc36188174][bookmark: _Toc45184085][bookmark: _Toc47342927][bookmark: _Toc51769629][bookmark: _Toc106188425][bookmark: _Toc19197326][bookmark: _Toc27896479][bookmark: _Toc36192647][bookmark: _Toc37076378][bookmark: _Toc45194824][bookmark: _Toc47594236][bookmark: _Toc51836867]6.3.11	CHF discovery and selection
The CHF discovery and selection function is supported by the SMF, the AMF, the SMSF and the PCF. It is used by the SMF to select a CHF that manages the online charging or offline charging for a PDU Session of a subscriber. It is used by the AMF to select a CHF that manages the online charging or offline charging for 5G connection and mobility of a subscriber. It is used by the SMSF to select a CHF that manages the online charging or offline charging for the SMS over NAS transactions of a subscriber. It is used by the PCF to select a CHF that manages the spending limits for a subscriber or/and a PDU Session of a subscriber.
For the PCF to select the CHF, the address(es) of the CHF, including the Primary CHF address and the Secondary CHF address, may be:
-	stored in the UDR as part of the PDU Session policy control subscription information (PCF for the PDU Session), or as part of UE context policy control data and/or access and mobility policy control subscription data (PCF for the UE) as defined in clause 6.2.1.3 of TS 23.503 [45].
-	locally configured in the PCF based on operator policies.
-	discovered using NRF as described in in clause 6.1 of TS 32.290 [67].
The address(es) of the CHF shall be applicable for all services provided by the CHF.
The CHF address(es) that a stored in the UDR or configured in the PCF may be complemented by the associated CHF instance ID(s) and CHF set ID(s) (see clause 6.3.1.0) stored or configured in the same location.
The CHF address(es) retrieved from the UDR and possible associated CHF instance ID(s) and CHF set ID(s) take precendence over the locally configured CHF address(es) and possible associated CHF instance ID(s) and CHF set ID(s), and over the CHF address(es) discoverred by the NRF. If no CHF address(es) is received from the UDR, the PCF selects, based on operator policies, either the CHF addresse(es) provided by NRF, or the locally configured CHF address(es) and possible associated CHF instance ID(s) and CHF set ID(s).
If the PCF has a CHF set ID but no CHF instance ID associated to the CHF address(es) in the same location, the CHF instance within the CHF set may change. If the PCF is not able to reach the CHF address(es), it should query the NRF for other CHF instances within the CHF set.
If the PCF received a CHF set ID and a CHF instance ID associated to the CHF address(es) in the same location, the CHF service instance within the CHF may change. If an PCF is not able to reach the CHF address(es), it should query the NRF for other CHF service instances within the CHF.
To enable the SMF to select the same CHF that is selected by the PCF for a PDU Session, the PCF provides the selected CHF address(es) and, if available, the associated CHF instance ID(s) and/or CHF set ID(s) in the PDU Session related policy information to the SMF as described in Table 6.4-1 of TS 23.503 [45] and the SMF applies them as defined in clause 5.1.8 of TS 32.255 [68]. Otherwise, the SMF selection of the CHF as defined in clause 5.1.8 of TS 32.255 [68] applies.
How the CHF is selected by the AMF is defined in clause 5.1.3 of TS 32.256 [114].
How the CHF is selected by the SMSF is defined in clause 5.4 of TS 32.274 [118].
If the NF consumer performs discovery and selection via NRF, the CHF selection function in NF consumers selects a CHF instance based on the available CHF instances obtained from the NRF.
The CHF selection functionality in NF consumer or in SCP should consider one of the following factors:
1.	CHF Group ID of the UE's SUPI.
NOTE:	The NF Consumer can infer the CHF Group ID the UE's SUPI belongs to, based on the results of CHF discovery procedures with NRF.
2.	SUPI; the NF consumer selects a CHF instance based on the SUPI range the UE's SUPI belongs to or based on the results of a discovery procedure with NRF using the UE's SUPI as input for CHF discovery.
In the case of delegated discovery and selection in SCP, the NF consumer shall include all available factors in the request towards SCP.
* * * * End of Changes * * * * 

