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[bookmark: _Toc517082226]* * * * First change * * * *
[bookmark: _Toc58920738][bookmark: _Toc106169775]4.3.11	NEF
In addition to the functions defined in TS 23.501 [4], the NEF supports the following:
-	To enable AFs to provide service specific information to the 3GPP network, the NEF supports additional service parameters for ProSe policy as specified in clause 6.2.5.
-	To enable DDNMF to interact with the ProSe Application Server in a 3rd party’s network, the NEF supports Npc2 reference point as specified in TS 33.503 [29].
* * * * Second change * * * *
[bookmark: _Toc106169951]7.2	AF Services
[bookmark: _Toc106169952]7.2.1	General
This service enables consumer NF to request authorization for Discovery Request. This service is also used by producer NF to update the authorization of discovery request.
Table 7.2.1-1: Services provided by AF
	Service Name
	Service Operations
	Operation Semantics
	Example Consumer(s)

	Naf_ProSe
	DiscoveryAuthorization
	Request/Response
	5G DDNMF/NEF

	
	DiscoveryAuthorizationUpdateNotify
	Subscribe/Notify
	5G DDNMF/NEF

	
	DiscoveryAuthorizationResultUpdate
	Request/Response
	5G DDNMF/NEF
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