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Abstract: Evaluation of solutions for Key Issue #1 is proposed.
1. Introduction/Discussion
This contribution proposes to make an evaluation on Key Issue #1(Mobility Management enhancement with discontinuous satellite coverage).
2. Text Proposal
It is proposed to capture the following changes vs. TR 23.700-27 v0.3.0.
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7.x	Evaluation of solutions for Key Issue #1: Mobility Management enhancement with discontinuous satellite coverage
There are 11 candidate solutions (solutions #4, #6, #7, #8, #10, #11, #12, #13, #14, #15, #16) proposed to solve this KI. 
For paging optimisation to reduce the network resource, there are solutions#4, #6, #8, #11, #15, #16. The common part among these solutions is that the UE or CN(AMF/MME) determines the coverage gap time (unreachability period), so that the network can avoid paging the UE that is known to be not reachable. The main differences are:
-	In solutions #4, #6, #10, #11, the AMF/MME determines the mobility management based on the obtained UE information (e.g. location, mobility) and coverage information (e.g. ephemeris data).
-	In solution#4, the AMF obtains the TA where the UE is geographically located and the coverage information (e.g. ephemeris data) from the RAN by invoking Location Reporting procedure. In this solution, the UE may be static. In addition, whether the coverage information (e.g. ephemeris data) can be send to the AMF may need the RAN work group to further confirmation.
-	In solutions#6 and #11, AMF obtains the Unreachability Period determined by the UE by invoking the Registration Request procedure. AMF can also obtain the Unreachability Period from the NWDAF.
-	In solution#10, the AMF/MME determines the expected in coverage time and sent it to AF though the NEF/SCEF. Based on the known of the UE Reachability, AF can avoid to send the DL data when the UE is not within the coverage.
-	In solutions #8, #11, #15, #16, UE determines the mobility management information and sends it to CN for use.
-	In solutions#8 and#11, UE sends Leaving Coverage Indication via Service Request or Registration Request when it is about to leave the network coverage. This solution can apply to the sceneries where UE is stationary or moving. No satellite coverage information transmission is required.
-	Solution#15 proposes to provide the satellite coverage data to the UE by using HTTPS Query to a server way or using an DCAF and NWDAF. This solution shows a new way for the UE to obtain the coverage data which includes a coverage map. In addition to requiring the NWDAF and the UE to have coding capability, this solution also requires the RAN to consider how to use this information. Discussion with the eNA item and the RAN work group is needed.
-	In solution#16, the UE determines the generalized unavailability period and sends it to the AMF/MME via Registration or TAU procedure. No satellite coverage information is needed to transmit to the CN in this solution.
Regarding the UE determines that it has to remain with no service or attempt to register on available different to receive the normal service during discontinuous coverage, there are solutions#6, #12, #13.
· In solution#6, during coverage gap caused by discontinuous coverage, if UE finds other RAT's/ PLMNs before the end of Unreachability Period, it may initiate UL signalling or initiate an additional registration update procedure.
· In solution#12, if the UE determines that there is other available access based on the ephemeris information when it is about to move outside the current network coverage, the inter-RAN handover can be performed.
· In solution#13, the UE determines that it has to remain in no service or it tries to access other RAT/PLMN based on the parameter configured in the UDM. This solution takes into account the influence of the operator policy and is more practical.
Regarding how to reduce the impact to target RAT or system due to large number of UEs triggering signalling load on the target RAT or system, there are solution#7, #14, #16. The common point is to indicate the UEs to wait a random time after the coverage gap before accessing the RAT/PLMN. The main differences are:
· Solution#7 proposes a discontinuous coverage wait (DCW) timer generated by the UE to avoid the signalling overload. The DCW timer is composed of the generated DCW range obtained determined by the operator polity and discontinuous period determined by satellite ephemeris data. The UE shall not initiate any 5G NAS signaling to 5G CN before the end of the DCW timer, so that there will not lots of data/signaling of UEs needs to be transmitted to the CN at the same time.
· Solution#14 reuses the disaster roaming wait range configuration of the MINT work item. The discontinuous coverage wait range is configured in the AMF/UDM and be sent to UE via registration or UE Parameters Update procedure. Then, the UE configured with the discontinuous coverage wait range will not perform a registration procedure until the expiration of the timer generated by the discontinuous coverage wait range.
· [bookmark: OLE_LINK1][bookmark: OLE_LINK2]In solution#16, a time delay is indicated to the UEs from the AMF/MME to avoid a large number of UEs re-accessing a serving PLMN at the same time after a coverage gap has ended.
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