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Editor's note:	This clause provides an evaluation of the solutions.
7.3 Evaluation for KI#2 5GC information exposure to UE
Control plane based solutions: 
· SMF serving the PDU Session for AI/ML based services/applications provides analytics information obtained from the NWDAF to the UE.(solution#3,#4)
· During registration, based on UE request, AMF subscribes to NWDAF for network analytics, and deliver to UE via NAS.(solution #41)

User plane based solution: 
· extend the existing DCAF/AF functionality and architecture as defined in TS 26.531 [7] to expose network data analytics related to the UE to assist the UE’s local Application AI/ML operation. (solution#2)
· AI/ML translator (may be integrated into DCAF or AF) is proposed for translating (mapping) the Application layer AI/ML related requests received from UE(s) to the requests for 5GC (i.e., from AI/ML request to 5GC request), and converting the information or analytics produced at 5GC to AI/ML assistance information for UE(s) (solution30)

Both Control plane and User plane: 
· During the Registration procedure, the AMF checks whether the UE is allowed to request/subscribe to Network Exposure events, which Analytics and Network Exposure information the UE is allowed to collect, and applicable information delivery mechanism (i.e., UP, CP or both)(solution#5).
· AF subscribes to network analytics/network information or data analytics for the UE. Then SMF obtained the network analytics information delivers to UE via NAS, or user plane via AF(solutions#8)
· 
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