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Editor's note:	This clause provides an evaluation of the solutions.
7.3 Evaluation for KI#4 Support of path switching between direct network communication path and indirect network communication path for Layer-2 UE-to-Network Relay with session continuity consideration
Network controlled handover procedure:
· Source gNB determines whether to switch to a direct cell or a L2 U2N relay UE, and selects the target L2 U2N relay UE for remote UE taken the authorized PLMN list for L2 U2N remote UE into account. Both considering Xn based and N2 based HO procedure applied for inter-gNB indirect-to-direct and inter-gNB direct-to-indirect path switching. (solution#23)
· Network controlled handover procedures in TS 23.502 are reused for UE path switch between a direct communication path and indirect communication path via Layer-2 UE-to-Network Relay connected to same NG-RAN or different NG-RAN.(solution#24)
· Network determines that the UE-NW relay needs to handover. NG-RAN is aware of the indirect 3GPP connection, and Mobility Restriction list of L2 UE-NW Relay and Remote UE. (solution#37)
· Source gNB determines whether or which target gNB is selected for handover by considering the assistance information (e.g., L2 Relay UE ID, potential target gNB.) provided by Remote UE. Both reusing Xn based and N2 based HO procedure in TS 23.502. (solution#38)

UE controlled handover procedure:
· Layer-2 Remote UE in CM-IDLE or CM-CONNECTED with RRC_INACTIVE state can only support UE controlled handover procedures based on Relay (re)selection procedures as specified in clause 6.5.3 of TS 23.304 [3].
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