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1. Discussion 
This contribution proposes an update to Sol#12.
2. Proposal

It is proposed to adopt the following text within TR 23.700-86.   
*** First Change ***

6.0
Mapping of solutions to key issues

Editor's note:
This clause describes the mapping between solutions and key issues.

Table 6.0-1: Mapping of solutions to key issues

	
	Key Issues

	Solutions
	1
	2
	3
	4
	5
	6
	7
	8

	1
	X
	
	
	
	
	
	
	X

	2
	X
	
	
	
	
	
	
	

	3
	
	
	
	X
	
	
	
	

	4
	
	
	X
	X
	
	
	
	

	5
	
	
	X
	X
	
	
	
	

	6
	
	
	
	
	X
	
	
	

	7
	
	
	
	
	X
	
	
	

	8
	
	
	
	
	X
	
	
	

	9
	
	
	
	
	
	X
	
	

	10
	
	
	
	
	
	X
	
	

	11
	
	
	
	
	
	X
	
	

	12
	
	
	
	
	X
	
	X
	

	13
	
	
	
	
	
	
	X
	

	14
	X
	X
	X
	X
	X
	X
	X
	X

	15
	
	
	
	
	
	
	
	X

	16
	
	X
	
	
	
	
	
	

	17
	
	X
	
	
	
	
	
	

	18
	
	
	X
	
	
	
	
	

	19
	
	
	
	X
	
	
	
	

	20
	
	
	
	
	X
	
	
	

	21
	
	
	
	
	X
	
	
	

	22
	
	
	
	
	
	X
	X
	

	23
	
	
	
	
	
	
	X
	

	24
	
	
	
	
	
	
	X
	

	25
	
	
	
	
	
	X
	
	

	26
	
	X
	X
	X
	X
	X
	X
	

	27
	
	X
	X
	X
	X
	X
	X
	

	28
	
	X
	X
	X
	X
	X
	X
	


*** Second Change ***

6.12
Solution #12: LCS-based Ranging Service Exposure 
6.12.1
General

This solution addresses KI#7 as described in clause 5.7 and KI#5 in clause 5.5 by proposing a ranging service exposure solution in the 5GS towards the AF that leverages the existing ProSe-based UE-to-Network Relaying mechanism and the LCS architecture. Therefore, the procedure can be used both to determine relative positioning between UEs and absolute locations

 of UEs via ranging and sidelink positioning operations.
6.12.2
Functional descriptions

At a high level, the functional description of this solution can be summarized as follows:
-
A ranging exposure service is proposed enabling a ranging application server hosted at an AF to send a request to the 5GS to trigger a ranging/sidelink positioning operation between UEs, one of which acts as reference UE the other ones as target UEs. The request may also indicate if the absolute location of the target UE(s) is desired.
-
The proposed solution leverages the LCS architecture for localization, i.e. GMLC and LMF are both involved in the 5GS procedure triggering the ranging/sidelink positioning given the close relation of ranging and sidelink positioning for a UE with the determination of the UE location. One UE (i.e. a located UE acting also as reference UE) acts as a ProSe UE-to-Network Relay for location reporting.


-
LMF is the entity in charge of performing the interactions with the ProSe Application Server and the PCF.

-
The located UE acting also as reference UE is configured or provisioned with special Relay Service Codes (RSCs) authorized for reporting of target UE location 

when acting as a relay.

-
The positioning of the set of UEs not configured as relays (i.e. target UEs) can be performed by the reference UE via sidelink positioning in RAN. This set of UEs are authorized to act as relayed UE for location reporting.


-
The service operation may include a number of ranging/sidelink positioning events related to both distance and direction measurements.
NOTE:


An assumption for this solution is that target UEs cannot be located via Uu positioning when an absolute location is requested. In that case, sidelink positioning is applied.
6.12.3
Procedures
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Figure 6.12.3-1: Procedure for LCS-based ranging service exposure
Figure 6.12.3-1 shows a procedure with the proposed service exposure framework towards the application server. The description of the procedure is as follows:
0.
The ProSe capabilities of the UEs are registered with the AMF beforehand. This may include the support for location reporting in addition to other ProSe capabilities. Also the Location Privacy Indication (LPI) defined in TR 38.845 [6] for ProSe based localization can be given by the UE's at this stage, again to the AMF.

1.
Ranging/sidelink positioning service request (via NEF): the ranging application server may contact GMLC directly or via NEF to provide a ranging or sidelink positioning operation request to the 5GS. The request may be for one or multiple target UEs, and may indicate if the server requires relative positioning of target UEs, absolute positioning of target UEs, or both.
The service operations involved in the ranging/sidelink positioning request may reuse and extend the existing NEF/GMLC services (e.g. Nnef_EventExposure_Subscribe, Ngmlc_Location_ProvideLocation) and/or new service operations may be defined if needed. The service operations may include the target and reference UEs, the required Ranging/Sidelink positioning QoS, and a number of events addressing distance and/or direction measurements between the reference and target UEs. The service operations may also indicate threshold(s) for distance and/or direction events. In addition, the service operations may include other event configuration parameter(s) that may be mandatory or optional (e.g. time to trigger, direction orientation, threshold matching direction, measurement frequency, preferred accuracy, privacy preservation).

2.
Setup of location information as per 5GC-MT-LR procedure in TS 23.273 [11], corresponding to steps 2-11 in Figure 6.1.2-1 contained in clause 6.1.2, potentially including new optional inputs as part of the existing service operations accounting for the ranging related events.


The following enhancements of the 5GC-MT-LR procedure in TS 23.273 [11] are required to support ranging/sidelink positioning:
-
Step 5: an AMF service is consumed by GMLC to request ranging/sidelink positioning. The service operation can be Namf_Location_ProvidePositioningInfo with the same enhancements described above for Ngmlc_Location_ProvideLocation or a new service operation could be defined if needed.

-
Step 10: an LMF must be selected that supports ranging/sidelink positioning.

-
Step 11: either the Nlmf_Location service operations should be extended to support ranging/sidelink positioning with the enhancements described for Ngmlc_Location_ProvideLocation service operation or a new service operation should be defined for that purpose.
3.
If not done yet, the LMF checks the ProSe capabilities registered for the UEs in step 0 with the AMF. 
4.
For the UEs supporting ProSe capabilities including also location reporting, the LMF interacts with the ProSe application server (or PCF) to initiate Relay operation for location reporting.
5.
[OPTIONAL] If not done previously, the ProSe AS may authorize and/or configure UE1 as the reference UE through which the other UEs (similar to ProSe Remote UEs) can relay location information to LMF.
The reference UE (acting similar to a ProSe UE-to-Network Relay as specified in TS 23.304 [4]) may be configured or provisioned with special Relay Service Codes (RSCs) authorized for location reporting. This is provided by the PCF, already provisioned in the ME or configured in the UICC.
UE1 in Figure 6.12.3-1 is configured as ProSe L2 NW relay
Editor’s Note: Whether UE1 in Figure 6.12.3-1 can be configured as ProSe L3 NW relay is FFS 

6.
If not done previously, the ProSe application server authorizes the target UEs. It also configures or provisions target UEs with special RSCs authorized for location reporting. This is provided by the PCF, already provisioned in the ME or configured in the UICC.
7-8. The ProSe Relay Discovery on the UEs identified in Steps 3-5 is conducted with special RSCs based on either model A or Model B as specified in cl. 6.3.2.3 of TS 23.304 [19]. The discovery between the ProSe UE-to-Network Relay and target UEs is triggered based on UE pre-configuration. Once discovered, the connections between the reference UE and the other UEs are established over PC5. It is not necessary to establish any UP PDU session for such special RSCs between the reference UE (or other UEs) and network as such RSCs may not be associated with any specific PDU session parameters.
9.
The ProSe application server (or PCF) responds or notifies the LMF when the relay configuration is complete.

10.
The LMF sends a ranging/sidelink positioning request to UE1. The request may contain multiple target UEs.
NOTE 1:
UE1 is assumed to be the located UE acting as reference UE, in coverage for this solution. UE1 is also acting as ProSe UE-to-Network Relay.



11.
UE1 initiates side-link based positioning over PC5 
for the multiple target UEs (as instructed by the LMF in step 11). This may include obtaining position estimates from a multiple UEs, which e.g. would carry out UE based positioning, obtain positioning assistance data from these UEs or execute a sidelink based positioning method (and gaining relative or absolute position information of the set of UEs). Whichever method is used, the reference UE will collect this data through the side-link in this step..

12.
UE1 sends the ranging/sidelink positioning measurements and/or results to the LMF. The location information from multiple UEs can be concatenated into a fewer positing protocol messages at the reference UE, in order to save signalling overhead. If requested by the server, the LMF may combine the location information of UE1 with the ranging/sidelink positioning information related to the target UEs to derive absolute location information for the target UEs.
13.
The LMF forwards the ranging/sidelink positioning and location results to the AMF.

14.
The AMF forwards the ranging/sidelink positioning and location results to the GMLC.

15.
The GMLC exposes the ranging/sidelink positioning and location results to the ranging application server via NEF with the response operation of the service employed in step 1.
6.12.4
Impacts on services, entities, and interfaces

GMLC

-
Support for ranging/SL positioning request for one or multiple UEs with corresponding events

LMF
-
Support for ranging/SL positioning request for one or multiple UEs with corresponding events

-
LMF obtaining the UE's ProSe capability from AMF
-
To support interactions with the ProSe Application Server and PCF.
AMF
-
To register the support for location reporting as part of ProSe capabilities from the UE.
UE

-
Support to send/receive ranging/SL positioning request to/from LMF

-
Support to request ranging/SL positioning service from 5GS
-
As a reference UE (similar to a ProSe UE-to-Network Relay) to be able to interpret RSCs for location reporting.

-
As a reference UE to be able to concatenate location information of other UEs as LPP messages towards 5GC.

-
As a target UE (similar to ProSe Remote UE) to be able to interpret RSCs for location reporting.

*** End of the change ***
�The solution wants to address both cases by the actual procedures only show the absolute location. This is confusing.


�IM not sure why you say the procedure only shows absolute location. The request can also be for relative positioning as shown in step 1. I have also clarified this in step 11 (figure and text).


�This new sentence indicates that the solution is only addressing the case when the Target UE is out-of-Coverage i.e. no Uu connection exists.





Is the idea that the solution only address this case?





A NOTE in the procedure indicate that ProSe UE-to-Network Relay is optional.





Please clarify


�The solution does not only address out of coverage target UEs. The relay is meant to be optional. There can be other reasons to use the relaying e.g. one single report with multiple UE locations is better than all target UEs reporting their location


�Why is this needed? In case L2 relay, the Target UE will use it’s own N1 to interact with the LMF directly.


The relay will interact directly with the LMF to become “Located”. The PC5 positioning data can be reported by Target UE or Reference UE?


�I’m not sure I understand the comment but provided clarification, please check. PC5 positioning data from target UEs is meant to be reported by the reference UE, that’s the whole point of the solution. The reported location information refers to the target UEs, so not sure why the reference UE being located matters here. 


�New type of authorization. Why do you talk about a “set of UEs” when only one UE is acting as a relay.


�The authorization is for the target UEs to get their location relayed by the reference UE. Apologies, but I don’t understand your comment 


�This NOTE is only relevant for SL positioning and not for Ranging. Think it needs to be rephrased.


�We clarified the NOTE according to your comment


�This is should not be a note as how the relay is configured is important for the solution to work.


�OK. But we require an EN for the case of L3. We are not convinced L3 is infeasible and would like to come back to this in next meeting


�In step 2 the AMF is triggered to setup N1 connection. 





To make the solution work, it looks like atleast step 5-8 is happening during step 2?





And step 9 relates to step 4. Or? 


�This NOTE, indicates that the solution is not only specifying the case when ProSe UE to NW relay is needed.


�Fair point, it’s now deleted


�The PC5 communication is established already in step 2, if a UE-2-NW relay is needed to establish a N1 between the AMF and Target UE.


�Hopefully I deleted the controversial part and it is more clear now
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