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Abstract: This contribution updates the conclusion of Key Issue #2
1.
Introduction and discussion
It is concluded in S2-2205171 that, to solve Key Issued #2, TSN AF includes a parameter of Requested Coverage Area for time synchronization services. TSCTSF is responsible for verifying whether or not the UE is in the Requested Requested Coverage Area for time synchronization services based on the spatial validity condition provided by the AF and UE’s presence status in the area. Alternatively, the TSCTSF can work as the LCS client and trigger a deferred 5GC-MT-LR procedure to GMLC with the type of event assigned to “Area”, where pre-defined geographical area is the Requested Coverage Area for time synchronization services provided by TSN AF. TSCTSF can decided to activate or deactivate the time synchronization services for UE(s) based on the location even notification message that indicates whether or not the target UE is inside the Requested Coverage Area. 

So, as an alternative approach, after receiving the information of Requested Coverage Area for time synchronization services, the TSCTSF can utilize the 5G LCS to capture the UE’s presence status and activate or deactivate the time synchronization service.
2.
Proposal

It is proposed to capture the following changes into TS 23.700-25-030.
* * * * First change * * * *

8.2
Key Issue #2: Time synchronization service enhancements
The following bullet points summarize the principles for the way forward:

- To request a Requested Coverage Area for time synchronization services, AFs within the operator’s domain formulates a spatial validity condition using a list of Tracking Area or Cell identities, but AFs outside the operator’s domain use a geographical area (e.g., a civic address or shapes) instead, while NEF transforms this information into a list of Tracking Area or Cell identities. Alternatively, the TSCTSF can trigger a deferred 5GC-MT-LR procedure to GMLC with the type of event assigned to Area, where the area information is set to the Requested Coverage Area for time synchronization services provided by TSN AF.
- The TSCTSF is responsible of activate/deactivate time synchronization services (ASTI or (g)PTP based) considering the spatial validity condition provided by the AF. 

-
The TSCTSF discovers the AMF(s) serving the list of TA(s)/Cell(s) that comprise the spatial validity condition using the NRF.

-
The TSCTSF subscribes to UE’s presence in Area of Interest at the discovered AMF(s).

-
The TSCTSF determines (based on notifications from the discovered AMF(s) or the location event notification from the requested GMLC) whether the targeted UE(s) are inside or outside the AF Requested Coverage Area.

-
The TSCTSF activates time synchronization services for UE(s) that are inside the Requested Coverage Area. 
-
TSCTSF notifies the AF whether the targeted UE(s) are inside or move inside or outside of the Requested Coverage Area.
* * * * End of change * * * *
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