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1 Overall description
SA2 thanks CT3 for their LS on Issues on Nadrf_DataManagement Service (C3-223295/S2-2205410) and provides the following answers to CT3 questions.

Question 1 from CT3:
CT3 is specifying the procedures of Analytics Exposure via DCCF and Data Collection via DCCF in 3GPP TS 29.552. CT3 noticed that in Figure 6.1.4.3-1, Figure 6.1.4.5-1, Figure 6.2.6.3.3-1 and Figure 6.2.6.3.5-1 of 3GPP TS 23.288, only the Nadrf_DataManagement_RetrievalSubscribe service operation is used by the DCCF to retrieve the stored data or analytics from the ADRF. CT3 would like to kindly ask SA2 to answer the questions below:
Question 1: Can the Nadrf_DataManagement_RetrievalRequest service operation be used in these procedures?

SA2 answer to question 1:
SA2 does not see the need to use Nadrf_DataManagement_RetrievalRequest in the above cited procedures. When DCCF receives a Ndccf_DataManagement_Subscribe request from the consumer, it will request data from ADRF using Nadrf_DataManagement_RetrievalSubscribe. The ADRF can then provide the data to DCCF in multiple notifications. SA2 agreed in CR S2-2205680 that a "termination request" is needed from the ADRF to the consumer in Nadrf_DataManagement_RetrievalNotify so that the consumer knows when all data has been delivered by the ADRF.

Question 2 from CT3:
CT3 also noticed the following descriptions in clause 10.2.5 of 3GPP TS 23.288,
[bookmark: _Toc98843658]10.2.5	Nadrf_DataManagement_RetrievalRequest service operation
Service operation name: Nadrf_DataManagement_RetrievalRequest
Description: The consumer NF uses this service operation to retrieve stored data or analytics from the ADRF. The Nadrf_DataManagement_RetrievalRequest response either contains the data or analytics, or provides instructions for fetching the data or analytics. The Nadrf_DataManagement_RetrievalRequest may be unsolicited or sent in response to a Fetch Instructions from the ADRF in an Nadrf_DataManagement_RetrievalNotify.
Question 2: Could SA2 please specify the "unsolicited" scenario?

SA2 answer to question 2:
SA2 concluded that there is no use case when the ADRF would provide, as an output of Nadrf_DataManagement_RetrievalRequest, fetch instructions to the NF consumer so that the NF consumer would then retrieve data from ADRF using yet another Nadrf_DataManagement_RetrievalRequest. Thus, the use of fetch instructions as an output of Nadrf_DataManagement_RetrievalRequest was agreed to be removed in the agreed attached CR S2-2205680. 
The only cases when NF consumer uses Nadrf_DataManagement_RetrievalRequest is when the NF consumer requests to retrieve data from the ADRF via: 
1. Storage Transaction Identifier, or 
2. Service Operation, Analytics Specification or Data Specification and Time Window, or 
3. Fetch Correlation ID(s) if the Retrieval Request is in response to a Fetch Instruction received from the ADRF in an Nadrf_DataManagement_RetrievalNotify.
Cases 1 and 2 were the previous "unsolicited" cases, as opposed to the solicited case 3 via fetch instructions.

2	Actions
To CT3:
ACTION: 	SA2 kindly asks CT3 to take SA2 answers into account.
3	Dates of next TSG SA WG 2 meetings
3GPP TSG SA2#153-e	10th - 17th October 2022	E-meeting
3GPP TSG SA2#154	14th - 18th November 2022	Canada, CA
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