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Abstract: Updates for solution #8 to align with the description for U2N Relaying policy in R17 ProSe.
1. Introduction/Discussion
This contribution proposes some updates on this solution, which was copied over from the Rel-17 TR in the last meeting, to align with the description for U2N Relaying in R17 ProSe.
1.	Both 5G ProSe Layer-2 and Layer-3 UE-to-UE Relay are studied, and 5G ProSe capability can be a 5G ProSe Layer-2/Layer-3 Remote UE/UE-to-UE Relay.
2.	In TS 23.304 for U2N Relaying, 5G ProSe capability is included in the 5G ProSe Policy Provisioning Request, and AMF does not report the ProSe Capability to PCF.
2. Text Proposal
It is proposed to capture the following changes vs. TR 23.700-33.
[bookmark: _Toc519004414][bookmark: _Toc517082226]* * * * First change * * * *
[bookmark: _Toc104479952][bookmark: _Toc101265077]6.8	Solution #8: Authorization for 5G ProSe UE-to-UE Relay Service
[bookmark: _Toc104479953]6.8.1	Description
This solution addresses KI#1 and #6, and applies to both Layer-2 and Layer-3 UE-to-UE Relay.
[bookmark: _GoBack]NOTE 1:	The solution was Solution #36 of TR 23.752 [2]. This solution continues to use terms from TR 23.752 [2], including Remote UE, Source UE and Target UE which are 5G ProSe U2U UEs.
For KI#1 (Support of UE-to-UE Relay), following aspects are covered:
-	Authorize the UE-to-UE Relay, e.g. authorize a UE as UE-to-UE Relay.
-	Authorize Source/Target UEs to use a UE-to-UE Relay.
-	Provisioning policy and parameters for UE-to-UE Relay service.
For KI#6 (Support of PC5 Service Authorization and Policy/Parameter Provisioning), two following major aspects are covered:
-	What are necessary enhancements for the procedures related to PC5 service authorization and policy/parameter provisioning to a UE, compared with what is currently specified in clause 5.1 of TS 23.304 [3] and clauses 4.2.2.2 (Registration Procedure), 4.2.4.3 (UE Configuration Update procedure for transparent UE Policy Delivery), 4.16.11 (UE Policy Association Establishment procedure), 4.16.12 (UE Policy Association Modification procedure) of TS 23.502 [8].
-	what are new information for PC5 service authorization and provisioning beyond what is currently specified in clause 5.1 of TS 23.304 [3].
The PCF based service authorization and provisioning as defined in TS 23.304 [3] are used as baseline for this solution.
NOTE 2:	When the UE-to-UE Relay is out of coverage, it can act as a UE-to-UE Relay based on the preconfigured policy and parameters.
NOTE 3:	When the 5G ProSe UE is out of coverage, it can act as a 5G ProSe U2U UE, i.e. Remote UE for UE-to-UE Relay service, based on the preconfigured policy and parameters.
[bookmark: _Toc104479954]6.8.2	Procedures
[bookmark: _Toc104479955]6.8.2.1	Procedure Enhancement for Information Provisioning to a 5G ProSe Remote UE/UE-to-UE Relay
For PCF based Service Authorization and Provisioning to 5G ProSe Remote UE/UE-to-UE Relay, the Registration procedures as defined in clause 4.2.2.2 of TS 23.502 [8], UE Policy Association Establishment procedure as defined in clause 4.16.11 of TS 23.502 [8] and UE Policy Association Modification procedure as defined in clause 4.16.12 of TS 23.502 [8] apply with the following additions:
-	If the UE indicates 5G ProSe capability as a 5G ProSe Layer-2/Layer-3 Remote UE/UE-to-UE Relay in the Registration Request message and if the UE is authorized to be a 5G ProSe Layer-2/Layer-3 Remote UE/UE-to-UE Relay based on subscription data, the AMF selects the PCF which supports 5G ProSe information provisioning and establishes a UE policy association with the PCF for 5G ProSe Layer-2/Layer-3 Remote UE/UE-to-UE Relay information provisioning delivery.
-	If the AMF receives the 5G ProSe capability as a Remote UE/UE-to-UE Relay in the Registration Request message from UE, the AMF further reports the 5G ProSe capability as a Remote UE/UE-to-UE Relay to the selected PCF. The PCF determines the 5G ProSe Remote UE/UE-to-UE Relay information based on the received 5G ProSe capability as a Remote UE/UE-to-UE Relay.
-	If the UE supports 5G ProSe capability as a Layer-2/Layer-3 Remote UE/UE-to-UE Relay and it does not have valid 5G ProSe Remote UE/UE-to-UE Relay information, the UE includes the UE Policy Container with indicating the 5G ProSe UE-to-UE Relay Information Provisioning request during registration procedure.
-	If the UE indicates the 5G ProSe Remote UE/UE-to-UE Relay Information Provisioning request in the UE Policy Container, the PCF determines whether to provision the 5G ProSe Remote UE/UE-to-UE Relay Information to the UE, as specified in clause 6.1.2.2.2 of TS 23.503 [13], and the PCF provides the 5G ProSe Remote UE/UE-to-UE Relay Information to the UE by using the procedure as defined in clause 4.2.4.3 "UE Configuration Update procedure for transparent UE Policy Delivery" in TS 23.502 [8].
The PCF may update the 5G ProSe Policy and parameters to the UE in following conditions:
-	UE Mobility, e.g. UE moves from one PLMN to another PLMN. This is achieved by using the procedure of UE Policy Association Modification initiated by the AMF, as defined in clause 4.16.12.1 of TS 23.502 [8].
-	When there is a subscription change in the list of PLMNs where the UE is authorized to perform the 5G operation. This is achieved by using UE Policy Association Modification initiated by the PCF procedure as defined in clause 4.16.12.2 of TS 23.502 [8].
-	When there is a change of service specific parameter as described in clause 4.15.6.7 of TS 23.502 [8].
If the serving PLMN is removed from the list of PLMNs in the service authorization parameters, the service authorization is revoked in the UE.
When the UE is roaming, the change of subscription resulting in updates of the service authorization parameters are transferred to the UE by H-PCF via V-PCF.
The UE may perform UE triggered Policy Provisioning procedure to the PCF as specified in clause 6.2.4 of TS 23.304 [3] when the UE determines the 5G ProSe Policy and parameters are invalid (e.g. Policy/Parameter is outdated, missing or invalid).
[bookmark: _Toc104479956]6.8.2.2	The Policy/parameter to a 5G ProSe UE-to-UE Relay
The following information is provisioned in the UE in support of the UE assuming the role of a 5G ProSe UE-to-UE Relay:
1)	Authorisation policy for acting as a 5G ProSe UE-to-UE Relay:
-	when the UE is "served by NG-RAN":
-	PLMNs in which the UE is authorized to relay traffic for 5G Remote UE accessing UE-to-UE Relays over PC5 reference point.
-	when the UE is "not served by NG-RAN":
-	Indicates whether the UE is authorized to be a UE-to-UE Relay over PC5 reference point.
2)	Radio parameters when the UE is "not served by NG-RAN":
-	Includes the radio parameters NR PC5 with Geographical Area(s) and an indication of whether they are "operator managed" or "non-operator managed". The UE uses the radio parameters to perform UE-to-UE Relay discovery and communication procedures only if the UE can locate itself in the corresponding Geographical Area. Otherwise, the UE is not authorised to transmit.
3)	5G ProSe Relay Discovery policy/parameters for 5G ProSe UE-to-UE Relay:
-	Includes the parameters that enable the UE to perform 5G ProSe Relay Discovery as a UE-to-UE Relay when provisioned from the PCF in the ME or configured in the UICC:
-	5G ProSe UE-to-UE Relay Discovery parameters per ProSe Service;
-	User Info ID, Relay Service Code(s), UE-to-UE Relay Layer indicator(s), Traffic type (IP or non-IP); the UE-to-UE Relay Layer Indicator indicates whether a particular RSC is offering 5G ProSe Layer-2 or Layer-3 UE-to-UE Relay service. Discovery parameters are described in clause 6.H.2.4
-	Default Destination Layer-2 ID(s) for sending Relay Discovery Solicitation messages and receiving Relay Discovery Announcement and Relay Discovery Additional Information messages;
-	Security related content for 5G ProSe Relay Discovery for each 5G ProSe Relay Service Code.
-	Validity time indicating the expiration time of the Policy/Parameter for 5G ProSe UE-to-UE Relay discovery and communication.
[bookmark: _Toc104479957]6.8.2.3	The Policy/parameter to a 5G ProSe Remote UE
The following information is provisioned in the UE in support of the UE assuming the role of a 5G ProSe Remote UE accessing a UE-to-UE Relay:
1)	Authorisation policy for acting as a 5G ProSe Remote UE:
-	when the UE is "served by NG-RAN:
-	PLMNs in which the UE is authorized to access UE-to-UE Relays over PC5 reference point.
-	when the UE is "not served by NG-RAN:
-	Indicates whether the UE is authorized to access a UE-to-UE Relay over PC5 reference point.
2)	Radio parameters when the UE is "not served by NG-RAN":
-	Includes the radio parameters NR PC5 with Geographical Area(s) and an indication of whether they are "operator managed" or "non-operator managed". The UE uses the radio parameters to perform UE-to-UE Relay discovery and communication procedures only if the UE can locate itself in the corresponding Geographical Area. Otherwise, the UE is not authorised to transmit.
3)	5G ProSe Relay Discovery policy/parameters for 5G ProSe Remote UE:
-	Includes the parameters that enable the UE to perform 5G ProSe Relay Discovery as a 5G ProSe Remote UE when provisioned from the PCF in the ME or configured in the UICC:
-	5G ProSe UE-to-UE Relay Discovery parameters per ProSe Service;
-	User Info ID, Relay Service Code(s), UE-to-UE Relay Layer indicator(s), Traffic type (IP or non-IP); the UE-to-UE Relay Layer Indicator indicates whether a particular RSC is offering 5G ProSe Layer-2 or Layer-3 UE-to-UE Relay service. Discovery parameters are described in clause 6.H.2.4
-	Default Destination Layer-2 ID(s) for sending Relay Discovery Solicitation messages and receiving Relay Discovery Announcement and Relay Discovery Additional Information messages;
-	Security related content for 5G ProSe Relay Discovery for each 5G ProSe Relay Service Code.
-	Validity time indicating the expiration time of the Policy/Parameter for 5G ProSe UE-to-UE Relay discovery and communication.
[bookmark: _Toc104479958]6.8.2.4	5G ProSe UE-to-UE Relay Discovery parameters
5G ProSe UE-to-UE Relay Discovery parameters include:
-	User Info ID: For Model A, this corresponds to the Announcer Info parameter when the UE is acting as an announcing UE. For Model B, this corresponds to the Discoverer Info in Solicitation messages and the Discoveree Info in Response messages, when the UE is acting as a discoverer or discoveree UE respectively.
-	Relay Service Code(s): A Relay Service Code identifies a connectivity service the ProSe UE-to-UE Relay provides to applications. The Relay Service Codes are configured in the ProSe UE-to-UE Relays that provide connectivity services to applications. The Relay Service Codes are configured in the Remote UEs interested in related connectivity services.
[bookmark: _Toc104479959]6.8.3	Impacts on services, entities and interfaces
5G ProSe UE-to-UE Relay:
-	Indicates 5G ProSe capability as a UE-to-UE Relay in the Registration Request message;
-	Includes the UE Policy Container with indicating the 5G ProSe UE-to-UE Relay Information Provisioning request during registration procedure;
-	Receive and enforce the Policy and parameter as 5G ProSe UE-to-UE Relay.
-	Act as a 5G ProSe UE-to-UE Relay for direct discovery and communication.
5G ProSe Remote UE:
-	Indicates 5G ProSe capability as a Remote UE accessing UE-to-UE Relay in the Registration Request message;
-	Includes the UE Policy Container with indicating the 5G ProSe Remote UE accessing a UE-to-UE Relay Information Provisioning request during registration procedure;
-	Receive and enforce the Policy and parameter as 5G ProSe Remote UE accessing a UE-to-UE Relay.
-	Act as a 5G ProSe Remote UE for direct discovery and communication.
AMF:
-	Determine whether UE is authorized to be a 5G ProSe Remote UE/UE-to-UE Relay;
-	Select a PCF capable of authorization Policy and parameter for 5G ProSe Remote UE/UE-to-UE Relay;
-	Forward UE's PC5 Capability for 5G ProSe Remote UE/UE-to-UE Relay to PCF.
PCF:
-	Send the Authorization Policy and parameter to 5G ProSe Remote UE/UE-to-UE Relay.
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