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1. Overall Description:
Support of DetNet interworking with 5G system is studied in FS_DetNet in Rel-18 at 3GPP SA2 WG. The 5G system works as a DetNet relay Node and the interactions with DetNet Control Plane Function are studied. The main issues are about the exposure from 5G system (as a DetNet Node) to DetNet CPF and the DetNet Configuration from DetNet CPF to 5G system.
For the exposure issue, Adjacencies such as the identification and link of adjacent DetNet nodes are proposed to be exposed to DetNet CPF. 

Question 1:

Which protocol or format should the exposed parameters follow? What parameters should be exposed to DetNet CPF for support of DetNet? Which of the parameters are mandatory and which of them are optional? 

For DetNet configuration issue, draft-ietf-detnet-yang is referred to. For 5G system to fulfil the QoS requirements, Node level requirements are needed. But some of the parameters provided in YANG module are DetNet flow level (such as MaxLatency, MaxLoss, MaxMisordering) and no Node level requirements are provided. 

Question 2:

[bookmark: _GoBack]Whether Node level requirements can be provided in the IETF YANG module or in other format? Which of the parameters are mandatory and which of them are optional?

2. Actions:
To IETF group.
ACTION: 	SA2 asks IETF group to provide answers and clarifications to the questions above by TSG-SA2 Meeting #153e (Oct 10 – 14, 2022).

3. Date of Next TSG SA WG2 Meetings:
TSG-SA2 Meeting #153e   	Oct 10 – 14, 2022 				Elbonia
TSG-SA2 Meeting #154   	Nov 14 – 18, 2022 				Canada, CA
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