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Abstract of the contribution: This contribution provides an update to solution 34. 
1. Proposal
It is proposed to accept the following changes to TR 23.700-741
FIRST CHANGE

6.34
Solution #34: On-demand slices
6.34.1
Functional Description
When the Serving PLMN configures the UE with Configured NSSAIs, the Serving PLMN may include an additional indication whether each S-NSSAI in the list of Configured NSSAI is an on-demand S-NSSAI. Additionally, and optionally the serving PLMN may include time restriction and/or location restriction in addition to S-NSSAI being on demand. The Serving PLMN is aware whether a slice is resource-constrained and in that case, it configures the corresponding S-NSSAI in the UE as on-demand.
The UE, upon receiving the list of Configured NSSAI for the Serving PLMN, will not attempt to register for any of the Configured NSSAI that are indicated as on-demand S-NSSAI, taking the time and/or location restriction into account if applicable. Rather, when the UE evaluates URSP rules and an on-demand S-NSSAI appears in the Route Selection Descriptor of a URSP rule, the UE will attempt to register the on-demand S-NSSAI with the AMF, as indicated above. If the S-NSSAI is returned among the Allowed NSSAI in the Registration Accept message, the UE will then further evaluate the Route Selection Descriptor of the URSP rule and establish a PDU session for the on-demand slice accordingly. This results in the UE only registering with a S-NSSAI when it needs to have connectivity to the related network slice.
6.34.2
Procedures

The solution relies on existing procedures defined in TS 23.502 [5].
6.34.3
Impacts on Existing Nodes and Functionality
UE:

-
Registers with Configured NSSAI marked as on-demand NSSAI only when triggered by a corresponding URSP rule.

AMF/NSSF:
-
Able to mark Configured NSSAI as on-demand NSSAI to ensure the proper utilization of slices in the system.
END OF CHANGES
[image: image1.png]



3GPP

SA WG2 TD


