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Abstract of the contribution: This contribution proposes evaluation and conclusions for KI #1.
Discussion

The paper analyses solutions for KI #1 and proposes conclusions.

Proposal

It is proposed to add the following texts into TR 23.700-62.

* * * Start of change * * * 

7
Overall Evaluation

7.1 Evaluation for Key Issue #1

For Key Issue #1 “Study UPF event exposure service registration and discovery”, the related solutions are #1 and #12.
Solution #1 describes the procedures of UPF Event Expose Service Registration, Update, Deregistration, Discovery and UPF selection for a service request. The procedures of Registration/Update/Deregistration/Discovery are conducted via NRF. The procedures of UPF selection are divided into three scenarios according to the given information.
Solution #12 proposes direct subscription and indirect subscription for NWDAF collecting data from UPF. Some UPF event ID such as UPF measurement is appropriate to be subscribed by the consumer to the UPF via SMF while some UPF event IDs such as UPF load are suitable to be subscribed by the consumer to the UPF directly. The procedure of Registration in Solution #12 can be seen as an enhancement of UPF Event Expose service Registration described in Solution#1. The impact of Solution #12 on KI #1 is that it proposes to include direct indication and/or indirect indication in UPF NF profile when UPF registers to NRF.
8
Conclusions

8.1 Conclusions for Key Issue #1
It is proposed that:
· The NRF supports the procedures of UPF Event Expose service Registration, Update, Deregistration, Discovery is conducted via NRF as Solution #1. 
· The enhancement of Registration in Solution #12 depends on the result of evaluation and conclusion for KI #2
· SMF and NRF support the procedures of UPF selection for a UPF Event Expose Service as Solution #1.
* * * End of changes * * * 

3GPP

SA WG2 TD


