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Abstract: this paper proposes to update terms and abbreviations. 
1. Introduction
[bookmark: _GoBack]Introduce some new terms and abbreviations for PIN.
2. Text Proposal
It is proposed to capture the following changes vs. TR 23.700-88.
[bookmark: _Toc519004414][bookmark: _Toc517082226]* * * * First change * * * *
[bookmark: _Toc104539595]3	Definitions of terms and abbreviations
[bookmark: _Toc100925293][bookmark: _Toc100925661][bookmark: _Toc104235246][bookmark: _Toc104539596]3.1	Terms
For the purposes of the present document, the terms given in TR 21.905 [1], in TS 23.501 [2] and the following apply. A term defined in the present document takes precedence over the definition of the same term, if any, in TR 21.905 [1] or in TS 23.501 [2].
Personal IoT Network: A configured and managed group of PIN Element that are able to communicate each other directly or via PIN Elements with Gateway Capability (PEGC), communicate with 5G network via at least one PEGC, and managed by at least one PIN Element with Management Capability (PEMC).
PIN Element: A UE or non-3GPP device that can communicate within a PIN (via PIN direct connection, via PEGC, or via PEGC and 5GC), or outside the PIN via a PEGC and 5GC.
PIN Element with Gateway Capability: A PIN Element with the ability to provide connectivity to and from the 5G network for other PIN Elements, or to provide relay for the communication between PIN Elements.
PIN Element with Management Capability: A PIN Element with capability to manage the PIN.
NOTE:	A PIN Element can have both PIN Management Capability and Gateway Capability.
PIN direct connection: the connection between two PIN Elements without PEGC, any 3GPP RAN or core network entity in the middle.
Device to device routing: the traffic is routed by a PEGC between two PINEs, the two PINEs direct connect with the PEGC via non-3GPP access.
Device to network routing: the traffic is routed by a PEGC between PINE and 5GS, the PINE direct connects with the PEGC via non-3GPP access separately.
Network local switch routing: the traffic is routed by UPF(s) between two PINEs, the two PINEs direct connect with two PEGCs via non-3GPP access separately.
[bookmark: _Toc100925294][bookmark: _Toc100925662][bookmark: _Toc104235247][bookmark: _Toc104539597]3.2	Abbreviations
For the purposes of the present document, the abbreviations given in TR 21.905 [1], in TS 23.501 [2] and the following apply. An abbreviation defined in the present document takes precedence over the definition of the same abbreviation, if any, in TR 21.905 [1] or in TS 23.501 [2].
PIN	Personal IoT Networks
PINE	PIN Element
PEGC	PIN Elements with Gateway Capability
PEMC	PIN Elements with Management Capability
D2D	Device to device
D2N	Device to network
NLS	Network local switch
* * * * End of changes * * * *
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