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	Reason for change:
	As presented in more detail in S2-2206732, it is not possible for a UE to determine whether a WLAN supports AAA interworking with EPC and/or 5GC in a PLMN. Therefore, when the UE wants to connect to a WLAN using its 3GPP credentials, it cannot decide whether it should initiate the “Authentication and Key Agreement” procedure specified in TS 33.402, or the “NSWO authentication” procedure specified in TS 33.501.

	
	

	Summary of change:
	It is proposed to define a new PLMN list that can be advertised by a WLAN access network:
· A PLMN List-5, which includes PLMNs with which "AAA connectivity to 5GC" is supported. A WLAN access network supports "AAA connectivity to 5GC" with a PLMN when it deploys an AAA function that can connect with a NSWOF in this PLMN.
It is also proposed to define how the UE selects a WLAN access network and a PLMN before initiating the 5G NSWO authenticatio procedure (aka "WLAN connection using 5G credentials without 5GS registration").

	
	

	Consequences if not approved:
	The UE cannot determine which WLANs support 5G NSWO and may initiate connection with a WLAN using 5G credentials which will fail. More details can be found in S2-2206732.
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6.3.12b	Access Network selection for 5G NSWO
In addition to the PLMN lists specified in clause 6.3.12 and in clause 6.3.12a, a WLAN access network may also advertise the following PLMN list:
-	A PLMN List-5, which includes PLMNs with which "AAA connectivity to 5GC" is supported. A WLAN access network supports "AAA connectivity to 5GC" in a PLMN when it deploys an AAA function that can connect with a NSWOF in this PLMN. The NSWOF supports "WLAN connection using 5G credentials without 5GS registration", as defined in clause 4.2.15.
When the UE wants to connect to a WLAN access network using the "WLAN connection using 5G credentials without 5GS registration" procedure, the UE executes the following steps:
Step 1:	 The UE constructs a list of available PLMNs with which "AAA connectivity to 5GC" is supported. This list contains the PLMNs included in the PLMN List-5 advertized by all discovered WLAN access networks. 
Step 2:	 The UE selects a PLMN from the list of available PLMNs. The selected PLMN shall be able to authenticate the UE using 5G credentials, e.g., it could be the HPLMN, a PLMN equivalent to the HPLMN, or another PLMN. How the UE selects this PLMN depends on the UE implementation.
Step 3: The UE creates a list of WLANs that support "AAA connectivity to 5GC" with the selected PLMN.
Step 4: The UE selects a WLAN from the above list of WLANs. If there are multiple WLANs that support "AAA connectivity to 5GC" with the selected PLMN, the UE selects one of them, either using implementation-based criteria, or using the WLAN Selection Policy (WLANSP) of the selected PLMN, if such policy exists in the UE.
Step 5: The UE initiates the "WLAN connection using 5G credentials without 5GS registration" procedure using the selected WLAN and the selected PLMN.
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