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1. Overall Description:

In the FS_EDGE_Ph2 study item, SA2 has been studying the scenario in which a V-EHE is accessible via a Home Routed (HR) PDU Session with a Session Breakout (SBO) in the VPLMN (see TR 23.700-48 clause 5.1.2):
2)
UE accessing V-EHE via a Home Routed (HR) PDU Session (i.e. with PSA in HPLMN):


This scenario assumes the session breakout for the HR PDU Session is used to access EHE in VPLMN for EC application.


With a single PDU Session, UE can access an EHE in VPLMN and also the DN in HPLMN.

NOTE 2:
With a single PDU Session and (DNN+S-NSSAI), it can support both EC and non-EC applications in either roaming or non-roaming case.


To support such PDU Session, it needs to be studied how the UE can access the V-EHE via a HR PDU Session. Two sub-scenarios may be considered:

2.1)
HPLMN has the knowledge of EAS deployment information in VPLMN for specific services. The HPLMN triggers EAS discovery and local traffic routing in VPLMN.

2.2)
HPLMN does not have the knowledge of EAS deployment information in VPLMN. The VPLMN triggers EAS discovery and local traffic routing in VPLMN.

Such scenario is currently not supported in Release 17 of the specifications and has impact on the charging model of the traffic exchanged over the PDU Session.

2. Actions:

To SA5: 
ACTION: 
SA2 kindly ask SA5 to take into account the abovementioned scenario and provide feedback on its feasibility.
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