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1. Overall Description:
SA2 thanks CT1 for the “LS on starting a timer in RRC-inactive state (C1-225319)”. SA2 notices that CT1 asks SA2 for clarifications on:
Question: 
Shall the UE configured for eCall only mode start T3444 or T3445 when the UE is in 5GMM-CONNECTED mode with RRC inactive state from 5GMM-CONNECTED mode, and perform eCall inactivity procedure when the timer expires?

SA2 thinks the eCall requirement of SA1 in TS22.101 is “-For UEs that have the ability to be called back by the PSAP, the UE shall be capable to continue mobility management procedures for a limited duration following the termination of the eCall.” Based on this, SA2 defines the following mechanism in TS23.501:

The UE may instigate Registration Management and Connection Management procedures in order to establish, maintain and release an eCall Over IMS session or a session to any non-emergency MSISDN(s) or URI(s) configured in the USIM for test and/or terminal reconfiguration services. Following the release of either session, the UE starts a timer whose value depends on the type of session (i.e. whether eCall or a session to a non-emergency MSISDN or URI for test/reconfiguration). While the timer is running, the UE shall perform normal RM/CM procedures and is permitted to respond to paging to accept and establish an incoming session (e.g. from an emergency centre, PSAP or HPLMN operator). When the timer expires, the UE shall perform a UE-initiated Deregistration procedure if still registered and enter RM-DEREGISTERED state.

Considering SA1 requirement and CT1 current mechanism for the UE that is in 5GMM-IDLE mode from 5GMM-CONNECTED mode, SA2 thinks:
“The UE configured for eCall only mode starts T3444 or T3445 when the UE is in 5GMM-CONNECTED mode with RRC inactive state from 5GMM-CONNECTED mode, and perform eCall inactivity procedure when the timer expires”.

2. Actions:
To CT1 group.
ACTION: 	SA2 respectfully requests CT1 to take the above answers into account in the further work. 

3. Date of Next TSG SA WG2 Meetings:
TSG-SA2 Meeting #154		Nov 14 – 18, 2022				Toulouse
TSG-SA2 Meeting Adhoc   	Jan 16 – 20, 2023				Elbonia
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