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Abstract: This paper proposes to update Sol#2 to address ENs.
1. Introduction/Discussion
This paper addresses the following ENs.
Editor's note:	Whether and how 5G-RG can initiate PDU Session modification procedure for an IPSec SA is FFS.
UE behind 5G-RG may establish or modify the IPSec SA in overlay UE’s PDU session without notification to underlay 5R-RG’s PDU session. In this case, the DSCP markings for the IPsec child SAs may be not in range of mapping rules provisioned in 5G-RG’s QoS rules. To support QoS differentiation in the underlying 5G-RG's PDU Session, 5G-RG can initiate PDU Session modification procedure by carrying unrecognized DSCP markings together with inner IP address (N3IWF/TNGF’s IP address) in Packet Filters.
Editor's note:	It is FFS if (5G/RG+TNAP) and TNGF can be administrated by different operator.
For trusted non-3GPP access, TNAP and TNGF are required to connected using Ta reference point. However, in the release 17, Ta is not specified and only some requirements are proposed, increasing additional workload if different operators administrate TNAP and TNGF. Although there is no requirement in existing specification that the same operator administrates TNAP and TNGF, it can be generally assumed that TNAP and TNGF are administrated by the same operator. Therefore, it is proposed to remove this EN.
2. Text Proposal
It is proposed to capture the following changes vs. TR 23.700-17 v1.0.0.
[bookmark: _Toc519004414]* * * * First change * * * *
[bookmark: _Toc113263202][bookmark: _Toc113283426]6.2	Solution 2: UE behind 5G-RG and FN-RG
[bookmark: _Toc97155706][bookmark: _Toc100846768][bookmark: _Toc100846913][bookmark: _Toc100993669][bookmark: _Toc113263203][bookmark: _Toc113283427]6.2.1	Description
[bookmark: _Toc97155707][bookmark: _Toc100993670][bookmark: _Toc113283428]6.2.1.1	Overall architecture
[bookmark: MCCTEMPBM_00000017]This solution addresses KI#1 and describes how a UE behind a 5G-RG/FN-RG can connect to 5GC. The solution is based on existing solutions described in TS 23.316 [5] clause 4.10 (UE connecting to TNGF via RG) and TS 23.316 [5] informative Annex A (UE connecting to N3IWG via RG). The solution assumes that the UE is capable of handling the 5G NAS protocol over WLAN.
An RG connecting via W-5GAN or NG-RAN access towards 5GC can provide connectivity for a UE behind the RG to access an N3IWF or TNGF. It is assumed that the UE is 5GC capable, i.e. supports untrusted non-3GPP access and/or trusted non-3GPP access. This allows the RG, W-5GAN and the RG's connectivity via 5GC to together act as untrusted/trusted N3GPP access to support UEs behind the RG.
When FN-RG/5G-RG is serving a UE, the control and user plane packets of the UE is transported using a FN-RG/5G-RG IP PDU session and then from PSA UPF of that PDU session to an IWF. A single FN-RG/5G-RG IP PDU session can be used to serve multiple UEs.
Figure 6.2.1-1 shows the non-roaming architecture for a UE, behind a 5G-RG, accessing the 5GC via N3IWF where the combination of 5G-RG, W-5GAN and UPF serving the 5G-RG/FN-RG is acting as an untrusted Non-3GPP access network.
Figure 6.2.1-2 shows the non-roaming architecture for a UE, behind a 5G-RG, accessing the 5GC via TNGF where the combination of 5G-RG, W-5GAN and UPF serving the 5G-RG is acting as a trusted Non-3GPP access network.
NOTE  1:	FN-RG and W-5GAN acting as trusted Non-3GPP access is not considered since it is assumed that FN-RG does not support EAP-based access control (e.g. 802.1X).


Figure 6.2.1-1: Architecture for UE behind 5G-RG using untrusted N3GPP access
The 5G-RG can be connected to 5GC via W-5GAN, NG-RAN or via both accesses. The UE can be connected to 5GC via untrusted non-3GPP access (via 5G-RG), NG-RAN or via both accesses.


Figure 6.2.1-2: Non-roaming architecture for UE behind 5G-RG using trusted N3GPP access
The TNGF and Ta reference point are defined in TS 23.501 [2].
NOTE 2:	The reference architecture in figure 6.2.1-1 and 6.2.1-2 only shows the architecture and the network functions directly connected to W-5GAN or TNGF/N3IWF, and other parts of the architecture are the same as defined in clause 4.2 of TS 23.501 [2].
The salient features of this solutions are the following:
-	For untrusted non-3GPP access:
-	UE connects to the overlay 5G network using the untrusted non-3GPP access approach as illustrated in Annex A of TS 23.316 [5].
-	For trusted non-3GPP access:
-	UE connects to the overlay 5G network using the trusted non-3GPP access approach as illustrated in clause 4.10 of TS 23.316 [5].
-	In addition to being connected to the underlay 5G network, the 5G-RG also acts as TNAP with respect to the TNGF in the overlay network i.e. it has an established Ta reference point with the TNGF.
-	For NWu scenario, the overlay and the underlay network as described in clause D.7 of TS 23.501 [2] may be administrated by different operator's domain, hence an SLA can be used (as defined clause D.7 of TS 23.501 [2]). If the same operator deploys both overlay and the underlay network, e.g. as in the case for trusted non-3GPP access (NWt), there is no need for SLA but that operator's network configuration determines how to handle the DSCP markings in the underlay network.
-	The N3IWF/TNGF in the overlay network translates the QoS request received over N2 into DSCP marking that is applied to the outer header of the IPsec tunnel encapsulation.
-	The N3IWF/TNGF may inform the UE about the DSCP marking to apply in the uplink as defined in clauses 4.12 and 4.12a of TS 23.502 [3].
[bookmark: _Toc97155708][bookmark: _Toc100993671][bookmark: _Toc113283429]6.2.1.2	Support for differentiated charging and QoS
Support for QoS differentiation can be achieved in a similar way as it is handled when a UE connects to a PLMN via SNPN (clause 5.30.2.7 and clause D.7 of TS 23.501 [2],). Also differentiated charging, both in the RG's PLMN and in the UE's PLMN, can be achieved based on existing mechanisms. This is further described below.
QoS differentiation in the RG's PDU Session can be provided on per-IPsec Child Security Association basis. The UE's N3IWF/TNGF determines the IPsec child SAs as defined in clauses 4.12 and 4.12a of TS 23.502 [3]. The N3IWF/TNGF is preconfigured by the UE's PLMN to allocate different IPsec child SAs for QoS Flows with different QoS profiles.
[bookmark: OLE_LINK6]To support QoS differentiation in the W-5GAN, the mapping rules between the RG's 5GC and the UE's 5GC (where N3IWF is located) are assumed to be governed by an SLA (or network configuration in case of single operator) including:
1)	mapping between the DSCP markings for the IPsec child SAs on NWu and the corresponding QoS, and
2)	N3IWF IP address(es) in the UE's 5GC.
NOTE 3:	If UEs behind RG belong to different PLMNs that may negotiate to RG's PLMN with several SLAs, the QoS differentiation can be still supported by applying the mapping rules.
The mapping rules may be provisioned to RG by RG's PLMN during PDU session establishment based on the RG's subscription. In case of the mapping rules of N3IWF/TNGF IP address is not configured at the RG when receiving packets with the N3IWF/TNGF IP address, the RG may buffer the received packets and send the target N3IWF/TNGF IP address and indication of requesting mapping rules to SMF/PCF. The RG can be provisioned with the mapping rules by SMF/PCF.
When RG receives packets from the UE, the mapping of DSCP markings and the corresponding QoS may be determined based on the N3IWF/TNGF IP address(es) carried in the packets. The RG may translate the DSCP marking in the outer header of IPsec tunnel encapsulation into QoS parameters based on the mapping of DSCP markings and the corresponding QoS.
The non-alteration of the DSCP field on NWu is also assumed to be governed by an SLA and by transport-level arrangements that are outside of 3GPP scope. The packet detection filters in the RG's UPF can be based on the N3IWF IP address and the DSCP markings on NWu.
It is assumed that the same set of DSCP values and corresponding QoS are applicable independent of whether UE-requested or network-initiated QoS is used.
To enable differentiated charging similar mechanisms are applied. It is assumed that the awareness of N3IWG/TNGF IP addresses as well as RG PDU Session IP addresses are governed by SLA between UE's 5GC and RG's 5GC (or network configuration in case of single operator).
In the RG's PLMN, the IP addresses belonging to N3IWF/TNGF in UE's PLMN can be provided in packet filters to the RG's UPF together with a separate Rating Group. In addition, to enable service-based differentiation, packet detection filters in the RG's UPF can also include the DSCP markings on NWu. This is similar to how QoS differentiation is done and would enable differentiated charging in the RG's PDU Session on a per-IPSec Child Security Association basis.
In the UE's PLMN, the N6 IP addresses available on the DNN to which the RG establishes its PDU Session are assumed to be known based on SLA (or network configuration in case of single operator). When the UE connects to N3IWF/TNGF, one of these IP addresses will be used as the UE's local IP address (i.e. N6 address of the RG's PDU Session). This local UE IP address will be known to the UE's SMF since it is part of the ULI provided from N3IWF/TNGF to AMF and forwarded to SMF. The ULI is also provided to the UE's PCF. It is thus possible for SMF/PCF to apply differentiated charging (e.g. different Rating Groups) when the UE is accessing N3IWF/TNGF via W-5GAN.
QoS differentiation in the underlying 5G-RG's PDU Session can be provided on per-IPsec Child Security Association basis by using the network requested PDU Session Modification procedure described in clause 4.3.3.2 of TS 23.502 [3].
To support QoS differentiation in the underlying 5G-RG's PDU Session, the PCF can generate separate PCC rules based on the DSCP values and the corresponding QoS. Based on this, the SMF initiates PDU Session modification procedure for an IPSec SA based on mapping between the DSCP markings for the IPsec child SAs and the corresponding QoS in the PLMN. The packet detection filters in the underlying 5G-RG's PDU Session can be based on the N3IWF/TNGF IP address and the DSCP markings.
[bookmark: OLE_LINK9]If the corresponding QoS flow has not been established or there is no mapping rules involving the DSCP markings for the IPsec child SAs when 5G-RG receives the packets from the UE, the 5G-RG may initiate PDU Session modification procedure. The DSCP values and the target IP address on the IP header of the IPsec child SAs may be included in the PDU Session Modification Request. The SMF may establish corresponding QoS flow based on the mapping rules between the RG's 5GC and the UE's 5GC. The SMF may also update the provisioned mapping rules in 5G-RG so as to include the DSCP markings together with the N3IWF/TNGF IP address.
[bookmark: OLE_LINK8]Editor's note:	Whether and how 5G-RG can initiate PDU Session modification procedure for an IPSec SA is FFS.
[bookmark: _Toc97155709][bookmark: _Toc100846769][bookmark: _Toc100846914][bookmark: _Toc100993672][bookmark: _Toc113263204][bookmark: _Toc113283430]6.2.2	Procedures
The procedures for 5G-RG connecting via W-5GAN and/or NG_RAN are captured in TS 23.316 [5].
[bookmark: MCCTEMPBM_00000018]The procedures for FN-RG connecting via W-5GAN are captured in TS 23.316 [5].
The procedures for a UE connecting via N3IWG and TNGF are captured in TS 23.502 [3].
[bookmark: _Toc97155710][bookmark: _Toc100846770][bookmark: _Toc100846915][bookmark: _Toc100993673][bookmark: _Toc113263205][bookmark: _Toc113283431]6.2.3	Impacts on Existing Nodes and Functionality
No impacts compared to 3GPP Rel-17. It is assumed that an SLA exist between the RG's PLMN and the UE's PLMN (or appropriate network configuration, in case of same operator).
Editor's note:	It is FFS if (5G/RG+TNAP) and TNGF can be administrated by different operator.
It is assumed that the SMF initiates PDU Session modification procedure for each IPSec SA based on PCC rules with the DSCP values and the corresponding QoS in the PLMN (supported by existing standards).
* * * * End of changes * * * *
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