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1. Overall Description:
[bookmark: _Hlk46758011]SA2 has been working on FS_5GSATB study and the conclusions are documented in TR 23.700-27 clause 8. It is foreseen that the backhaul delay can change dynamically due to different orbit height or varying number of Inter-Satellite Link hops. Variable satellite backhaul latency will affect the QoS that can be supported. 

The conclusions in TR 23.700-27 clause 8.1 include a conditional decision to support reporting of the satellite backhaul category and satellite backhaul delay, if available, to CHF but this decision depends on whether SA5 can confirm the need for these parameters for charging and statistics. 

Satellite backhaul category (LEO, MEO, GEO) and the measured satellite backhaul delay can be made available for e.g. charging and statistics reasons. SA2 would like to ask for SA5 guidance on the following parameters that questions: 
1.	Can SA5 confirm the need to inform CHF the satellite backhaul category and the measured satellite backhaul latency as they affect the QoS?
2.	Are there any other related parameters that would be needed for charging?
3.	What charging scenarios (real-time, pre-paid, etc.) would need to be supported?

2. Actions:
To SA5:
ACTION: 	SA2 kindly asks SA5 to reply to the above questions. 

3. Date of Next TSG-SA WG2 Meetings:
	
	DATES 
	LOCATION
	CTRY

	SA2#154
	November, 14-18th
	Toulouse
	France

	SA2#154AH
	January, 16-20th
	Any (e-meeting)
	Elbonia
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