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* * * 1st Change * * * 
[bookmark: _Toc98857036]5.15.13	Support of data rate limitation per Network Slice for a UE
A UE subscription information may include an optional Slice Maximum Bit Rate for the UE (Subscribed UE-Slice-MBR) for an S-NSSAI, which applies for 3GPP access type only. The Subscribed UE-Slice-MBR includes a UL and a DL value. If a Subscribed UE-Slice-MBR is associated to an S-NSSAI in the subscription information, it is provided by the AMF to the RAN when the AMF provides the Allowed NSSAI for the UE to the RAN as UE-Slice-MBR QoS parameter. The UE-Slice-MBR QoS parameter is defined in clause 5.7.2.6. If the Subscribed UE-Slice-MBR for a UE changes, the AMF updates UE-Slice-MBR in the RAN accordingly.
If the UE subscription information contains the UE that has priority subscription (e.g., MPS priority, MCX priority) and the Subscribed UE-Slice-MBR for the S-NSSAIs, the Subscribed UE-Slice-MBR for the S-NSSAIs in the UE subscription shall be set to a value that ensures that QoS Flows of the UE are not restricted or rejected. If the UE subscription information contains the Subscribed UE-Slice-MBR for the S-NSSAIs and the priority subscription (e.g., MPS priority, MCX priority) has updated to be valid, the Subscrbibed UE-Slice-MBR for the S-NSSAIs shall be set to a value that ensures that QoS Flows of the UE are not restricted or rejected.
In roaming case, the UE-Slice-MBR is provided for the S-NSSAI of the VPLMN which maps to the S-NSSAI of the HPLMN and the AMF may first interact with the PCF for authorization of the Subscribed UE-Slice-MBR. If the AMF interacts with the PCF, the PCF may provide the Authorized UE-Slice-MBR that is used as UE-Slice-MBR by the AMF as described in clause 6.1.2.1 of TS 23.503 [45].
NOTE 1:	For a roaming UE, the S-NSSAI of the VPLMN provided with UE-Slice-MBR should map to only one S-NSSAI of the HPLMN, to ensure the accuracy of performing data rate limitation for the corresponding slice of HPLMN.
The enforcement of the UE-Slice-MBR value, if present in the UE context in the RAN for an S-NSSAI, is described in clause 5.7.1.10.
NOTE 2:	The PCF for the PDU Session may in addition be configured to monitor the data rate per Network Slice for a UE and to strengthen or relax the traffic restrictions for individual PDU Sessions or PCC rules accordingly, as described in TS 23.503 [45] clause 6.2.1.9.
* * *End of Changes * * * 

