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	TR23.700-74 concludes with two methods to allow UE to simultaneously send data to different groups with different QoS policy.



	
	

	Summary of change:
	Two methods to allow UE to simultaneously send data to different groups with different QoS policy are documented in an informative Annex. One is for the case when the UE Application is capable to send multiple copies of the data. The other is for the case when the UE Application is not capable to send multiple copies of the data



	
	

	Consequences if not approved:
	It is not clear whether and how 5GS allows UE to simultaneously send data to different groups with different QoS policy.
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Allowing UE to simultaneously send data to different groups with different QoS policy

In the case when the UE Application is capable to replicate multiple copies of the data, 5GS allows UE to simultaneously send data to different groups with different QoS policy via the following:
-	If different groups (IP/Ethernet multicast groups) are associated to the same DNN and S-NSSAI combination used for 5G VN group, then different QoS Flows of single PDU Session may be used to transfer the data copy sent to different groups
-	If different groups (IP/Ethernet multicast groups) are associated to the different DNN and S-NSSAI combinations used for 5G VN group, then different PDU Sessions are used to transfer the data copy sent to different groups
In the case when the UE Application is not capable to replicate multiple copies of the data, 5GS allows UE to simultaneously send data to different groups with different QoS policy via the following:
-	UE establishes a PDU Session to a DNN/S-NSSAI. This can be a special DNN/S-NSSAI configured by the operator for e.g. an electrical system.
-	Each group and group combination is associated with a separate multicast address.
-	an Application sends traffic to a multicast address depending on what group(s) it wants to target. This allows an application to send a single packet reaching multiple destinations and also multiple groups.
-	The network configures a QoS policy for each UE where a multicast address is associated with a QoS level. The QoS level is set according to the QoS requirements for the group(s) the multicast address represents. Corresponding QoS Flow(s) is activated on each UE's PDU Session, as needed.
-	The UE Application sends one UL copy.
Editor's note:	QoS provisioning for a group will be clarified after conclusions for KI#1 and KI#3 of TR 23.700-74 are agreed.
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