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1. Overall Description:
SA2 would like to thank RAN3 to include SA2 in the CC. SA2 would like to provide the following feedback:

	RAN3 has identified the following solutions:
· The MB-SMF has means to identify that the received unicast transport address already receives the multicast (e.g. it stores unicast transport addresses of the distribution tree) and can avoid asking the MB-UPF to add it redundantly (1).   
· The MB-SMF doesn’t have the means above and redundantly triggers the MB-UPF to add the address. MB-UPF can identify that this address already receives the multicast delivery and can ignore it (2).
· gNB can indicate to the MB-SMF in the NGAP Distribution Setup Request that the included unicast transport address already receives the multicast to avoid that the MB-SMF uselessly triggers the MB-UPF to add it. (3). 



[bookmark: _GoBack]SA2 feedback:

SA2 discussed this issue and would like to clarify that Rel-17 specification has been frozen, and any protocol change for enhancement of the feature shall be avoided. 
SA2 assumes that not any protocol change to Alt (1) and Alt (2). Based on that assumption, SA2 compares the three proposals and their impacts to the protocol, and considers Alt (1) is with the minimum system impact and thus is preferred.  

2. Actions:
To RAN3:
ACTION: 	SA2 kindly asks RAN2 and RAN3 take the above information into consideration and provide their views on the above aspects, if any. 

3. Date of Next TSG SA WG2 Meetings:
TSG-SA2 Meeting #154   	Nov 14 – 18, 2022 				Toulouse
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