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Abstract of the contribution: This document proposes conclusion for KI#9
1. [bookmark: _Toc50468387][bookmark: _Toc50468657][bookmark: _Toc50630903][bookmark: _Toc50468928][bookmark: _Toc50631405][bookmark: _Toc50467043]Discussion
Solution#34, #35, #61, #74 and #75 are related with KI#9: Trade-off of QoE and Power Saving Requirements.
This paper proposes text for the Key Issue #9 conclusion section.

2. [bookmark: _Toc2086459][bookmark: _Toc43806245][bookmark: _Toc50630907][bookmark: _Toc50631409][bookmark: _Toc43806552]Proposal
It is proposed to capture the following aspects in TR 23.700-60.
[bookmark: _Toc97268159]* * * * Start of change * * * *

[bookmark: _Toc112948873]8.X	Conclusions for Key issue#9: Trade-off of QoE and Power Saving Requirements.
For Key Issue #9 "Trade-off of QoE and Power Saving Requirements", the following principles are recommended as conclusions for the normative work:
The UE 
· provides the status information (i.e. Power Mode) to PCF for the policy determination and adjustment. The status information can be provided to the PCF via NAS or AF.
Editor’s Note:	Whether the Power Mode is provided to the PCF via NAS or AF is FFS.
The PCF
· Get the media codec information from the AF, and generate or update the PCC rules considering the application information (i.e. media codec information).
· Get the status information (i.e. power mode) via NAS or from AF, and generate or update the PCC rules considering the UE status information (i.e. Power Mode). 
The RAN 
· [bookmark: OLE_LINK7]Alternative 1: Update the QoS parameters or QoS profiles considering the Overheating information, which can be provided to RAN by the UE already.
· Alternative 2: Get the UE status information (i.e. power mode, memory status) from AF, and trigger the QoS parameters or QoS profiles update considering the power mode or memory status.
[bookmark: _GoBack]Editor’s Note:	The above information may be updated based on the discussion. E.g. whether the UE status information (i.e. power mode, memory status) or the indication based on the UE internal status information is provided to the network.
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