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Abstract of the contribution: This contribution proposes updates to resolve EN in solution#6.  
1.
Discussion
For the KI#4 in TR 23.700-05, solution#6 proposed the MBSR IAB-UE configuration to provide the operation restrictions of MBSR based on e.g. geographic area, PLMN ID list, time, and speed.
In clause 6.6.4, the Editor's note below is remained to evaluate if existing operation is sufficient to fulfil the solution:

Editor's note:
It needs to be evaluated if existing UE PLMN selection operation defined in TS 23.122 [12] is sufficient.
The existing UE PLMN selection operation may need to be enhanced in order to support PLMN selection based on the prioritized list of PLMNs and/or geographic areas in which the mobile base station relay is allowed to operate as an IAB node.
As the impact already stated that the support for PLMN selection based on the prioritized list of PLMNs and/or geographic areas in which the mobile base station relay is allowed to operate as an IAB node is needed, the Editor's note can be removed.
2.
Text proposal
It is proposed to agree the following changes to TR 23.700-05 v1.0.0:
* * * * Start of 1st Change * * * *

6.6.4
Impacts on services, entities and interfaces
The following impacts have been identified:

-
UE:

-
No impact.

-
Mobile base station relay:

-
Support indication in AS layer parameters of an MBSR-indication.
-
Support pre-configuration with a prioritized list of PLMNs and/or geographic areas in which the mobile base station relay is allowed to operate as a mobile base station relay.


-
Support pre-configuration with a list of PDU session parameters and OAM server FQDN, each set associated with a PLMN ID and/or geographic area, to be used to establish a PDU session toward a regional OAM server for relay configuration.
-
Support for PLMN selection based on the prioritized list of PLMNs and/or geographic areas in which the mobile base station relay is allowed to operate as an IAB node.
-
Support inter-IAB-donor gNB mobility procedure.

-
The MBSR (i.e., IAB-UE) maintains the list of IAB operation restriction for MBSR. The list can be at a granularity of TAI or PLMN. If IAB-UE is camped on this TAI/PLMN, the IAB-UE will not attempt to act as MBSR.
Editor's note:
The support of inter-IAB-donor gNB mobility procedure needs to be coordinated with RAN WGs.

-
NG-RAN:

-
Support for AMF selection based on AS layer MBSR-indication from mobile base station relay and forward MBSR-indication in N2 parameters to AMF.

Editor's note:
The support of mobile base station relay needs to be coordinated with RAN WGs.

-
AMF:

-
Support for determining whether a mobile base station relay attempting to register is allowed to operate as an IAB node and accepting/rejecting the Registration Request accordingly. Additionally, the AMF may include the list of TAIs where the IAB-UE is not allowed to act as MBSR.
* * * * End of Changes * * * * 
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