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	Reason for change:
	SUPI is not specified as an Output (Optional) parameters in the Nbsf_Management_Discovery service operation. However, the statement in step 1 of 4.15.9.2-1 presumes that a TSCTSF gets a SUPI when it invokes the aforementioned service operation: "TSCTSF invokes a Npcf_PolicyAuthorization_Create request message to the PCF and stores the DNN, S-NSSAI and IP address as received from PCF, and SUPI as received from BSF and associates them with the AF-session." Hence, our changes propose to specify SUPI as an optional output of Nbsf_Management_Discovery service operation and clarify that SUPI is returned unconditionally, i.e., whenever available (as per Stage 3). Note that clause 5.2.13.2.2 already specifies that “The PCF can be configured to always provide a SUPI to the BSF, e.g. to support UE ID retrieval from the BSF,” see NOTE 3, so this CR does not introduce a new functionality, but just provides a correction to eliminate the omission. 

	
	

	Summary of change:
	Adding SUPI as an optional output of the Nbsf_Management_Discovery service operation.

	
	

	Consequences if not approved:
	TSCTSF is not able to receive SUPI from BSF using UE address and the procedure specified in clause 4.15.9.2 cannot be executed; misleading/incomplete specification
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Service Operation name: Nbsf_Management discovery
Description: Discovers the PCF and PCF set selected for a PDU Session identified by the tuple (UE address(es), SUPI, GPSI, DNN, S-NSSAI), or discovers the PCF and PCF set selected for the UE identified by the tuple (SUPI, GPSI). This operation may also be used to determine the SUPI from the tuple (UE address, DNN, S-NSSAI).
Inputs, Required: UE address (i.e. IP address or MAC address), [Required, for a PDU Session and for a UE], DNN [Conditional], S-NSSAI [Conditional], if the target PCF is for a PDU Session, MBS session ID as defined in TS 23.247 [78], [Required, for an MBS Session].
SUPI and/or GPSI, if the target PCF is for a UE.
NOTE:	For support of time sensitive communication and time synchronization (as described in clause 5.28.3.2 of TS 23.501 [2]) the UE address contains the DS-TT port MAC address for Ethernet type PDU Session.
Inputs, Optional: If the target PCF is for a PDU Session, SUPI, GPSI.
Outputs, Required: PCF address(es), PCF instance ID [Conditional, if available] and PCF Set ID [Conditional, if available], level of Binding [Conditional, if available] (see clause 6.3.1.0 of TS 23.501 [2]).
Outputs, Optional: SUPI, if availableNone.
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