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Abstract of the contribution: This contribution proposes update to conclusions for KI#4. 
1 Discussion
Based on the evaluations in section 7. We propose following conclusion::
2 Proposal
It is proposed to add the following changes to TR 23.700-05.
*** First Change ***
8.4
Conclusions for KI#4

Editor's note:
The interim conclusion is subject to feedback of RAN WGs and will be revisited as per the feedback.

For KI#4, the interim conclusions are as follows:


-
MBSR is (pre)configured with information related to its roaming operation in a VPLMN, including the authorized PLMN list, OAM server information, etc. The exact parameters for the roaming support can be determined in normative phase. If the UE is not allowed to act as MBSR, the VPLMN AMF indicates to the UE that it is not allowed to act as MBSR as part of registration accept message (if normal services are allowed) or as part of registration reject message with appropriate cause code. The UE will populate the PLMN ID in list of IAB operation restriction and will not attempt to access those PLMNs for MBSR operations.
-
Depends on RAN WG confirmation, MBSR can use IAB-node integration procedure or inter-IAB-donor gNB mobility procedure to integrate into VPLMN to provide service.
-
It is assumed that some roaming agreement for MBSR operation in VPLMN is in place in VPLMN, and the 5GC can make use of it for authorization of MBSR
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