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Abstract: This contribution proposes to update the term used for UE-to-UE Relaying.
1. Introduction/Discussion
This contribution proposes to update the term used for UE-to-UE Relaying, and try to align with the definition of UE-to-Network relaying.
“U2U” is short for “UE-to-UE”, which should be avoided in a term and is often used in both forms interchangeable. The terms should also be separate and a complete term should not be a subset of an existing term, otherwise small mistakes in the specification, such as missing the word Relay, can be difficult to observe, and have undesired and far reaching impacts.
Proposal 1: Use the EndPeer UE instead of U2U UE.
TS 23.304 has specified the following terms for UE-to-Network relaying:
5G ProSe UE-to-Network Relay: A 5G ProSe-enabled UE that provides functionality to support connectivity to the network for 5G ProSe Remote UE(s).
5G ProSe Remote UE: A 5G ProSe-enabled UE that communicates with a DN via a 5G ProSe UE-to-Network Relay.
Proposal 2: Use the “connect” instead of “discovery” and “communication” to have comparable/symmetrical definition with 5G ProSe UE-to-UE Relay.
2. Text Proposal
It is proposed to capture the following changes vs. TR 23.700-33.
[bookmark: _Toc519004414][bookmark: _Toc517082226]* * * * First change * * * *
[bookmark: _Toc101265004][bookmark: _Toc97106854][bookmark: _Toc100847611]3.1	Terms
For the purposes of the present document, the terms given in TR 21.905 [1] and TS 23.304 [3] and the following apply. A term defined in the present document takes precedence over the definition of the same term, if any, in TR 21.905 [1] and TS 23.304 [3].
[bookmark: _GoBack]5G ProSe U2U End UE: A 5G ProSe-enabled UE that discovers or is discovered by a 5G ProSe-enabled UE(s) via a 5G ProSe UE-to-UE Relay; or a 5G ProSe-enabled UE that communicates connects with another 5G ProSe-enabled UE(s) via a 5G ProSe UE-to-UE Relay.
5G ProSe UE-to-UE Relay: A 5G ProSe-enabled UE that provides functionality to support connectivity between 5G ProSe U2U End UEs.
Editor's note:	Terms related to UEs that are involved in UE-to-UE Relay operation need to be revisited and finalized.
* * * * End of changes * * * *
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