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Abstract: Update the conclusion for KI#1 on ECS address configuration information delivery.
1. Introduction
This contribution proposes that for the HR case with HPLMN does not have the knowledge of EACI in VPLMN, the AF deployed in VPLMN provides EACI in VPLMN to the V-SMF via V-NEF, similar as the mechanism of providing EAS deployment information to the V-SMF. With this, there is no need to introduce V-PCF just for EACI delivery.
2. Text Proposal
It is proposed to capture the following changes vs. TR 23.700-48.
[bookmark: _Toc113169879][bookmark: _Toc519004414]* * * * First change * * * *
8.1.3	Conclusion for ECS Address Configuration Information delivery
1. ECS Address Configuration Information (EACI) provision by the AF to 5GC:
-	For the LBO situationcase, the AF in the visited PLMN provides the EACI by using the parameter provisioning procedure to UDM. This principle follows the design in Rel-17.
[bookmark: _Hlk116388712]-	For the HR situationcase when access to EHE in VPLMN is allowed, there are two categories:
[bookmark: _Hlk116294822]1.	The HPLMN has the knowledge of EACICS address in the VPLMN
	In this case, it is assumed that the an V-AF sends the EACI to H-AF, (this procedure is in scope of SA6). The AF deployed in the HPLMN H-AF then provides the EACI to the HPLMN (i.e., UDM) as per Rel-17,. and HPLMN gets the knowledge of EACI in VPLMN.
[bookmark: _Hlk116294739]NOTE:	SA2 is not going to define how an AF deployed in the HPLMN can know the EACI that applies in a given VPLMN. 
In the UDM and UDR, the subscription data of EACI is stored per PLMN ID.
2.	HPLMN does not have the knowledge of EACI in VPLMN
[bookmark: _Hlk116294796][bookmark: _Hlk116294844]	In this case, the AF deployed in the VPLMN provides the EACI in the VPLMN to the V-SMF via the V-NEF. dDuring the HR PDU Session establishment, the V-SMF needs to select a PCF in the VPLMN to establish the SM Policy Association. The V-PCF may sends the VPLMN EACI obtained from V-AF to the VH-SMF, and the V-SMF sends it to H-SMF during PDU Session establishment procedure.
EACI retrieval by the SMF from UDM:
-	For LBO situation, the V-SMF retrieves the UE subscription data including the EACI from UDM.
-	For HR situation, there are two categories:
1.	HPLMN has the knowledge of EACI in VPLMN
	In this case, the H-SMF retrieves the UE subscription data including EACI from UDM.
2.	HPLMN does not have the knowledge of EACI in VPLMN
	The V-SMF sends the EACI to H-SMF during PDU Session establishment procedure (the H-SMF does not recover the UE subscription data from UDM).
2. Provision of the EACI to the UE:
-	The V-SMF (for the LBO case) or the H-SMF via the V-SMF (for the HR case) provides the UE with the EACI as indicated in step 11 in figure 4.3.2.2.1-1 of TS 23.502 [9].
-	For the HR situationcase, the V-SMF does not modify, but just delivers the EACI provided by the H-SMF.
For identification of the EACI to be used for UEs in different VPLMNs, all of the EACI should be retrieved per VPLMN ID. In the UDM and UDR, the subscription data of EACI should be stored as PLMN ID.
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