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1	Overall description
SA6 has had a liaison exchange with both SA2 and SA3 on “Key issue #16: support of NAT deployed within the edge data network” that is provided in TR 23.700-98 and the associated Solution#23. The solution in the TR has recently been updated (S6-223543) to include an option for the edge enabler client identifier (EECID, reference clause 7.2.2 of TS 23.558) to be used by the enabler layer as an identifier of a specific UE. The definition of the EECID states that it shall be globally unique, but its specification is currently considered outside the scope of SA6 and it is not considered as core network defined identifier. Based on this, SA6 has questions to both SA2 and SA3.
Questions to SA3: 
· Is it considered feasible that a UE provided identifier that is not provided by the core network, specifically the globally unique EECID (reference clause 7.2.2 of TS 23.558), could be tied by the core network to a specific UE subscription in a secure manner? The motivation would be to enable such an identifier to be used by an AF, e.g., EES, to identify a specific UE to the core network in place of a UE address (i.e., IPv4/IPv6 address or MAC address). 
· Furthermore SA6, requests clarification on a EN presented in clause 8.3.3.3.2 of TS 23.558: “Whether the EECID and the UE ID included in request of EDGE-1 & 4 interactions is part of the security credential is SA3's responsibility”, specifically whether EECID is authenticated by the ECS and EES such that the EECID can be considered a verified identifier?
Questions to SA2: 
· Linked to the questions above, SA6 would also like to ask SA2 whether they could provide support for the core network APIs (e.g., Nnef_UEId_Get) to resolve EECID to UE ID as part of their Rel-18 normative work based on an association between the EECID and UE ID that is anticipated to be stored in the core network?



2	Actions
To SA3:
SA6 kindly requests SA3 to respond on the questions addressed to them in the description above.
To SA2:
SA6 kindly requests SA2 to respond on the question addressed to them in the description above.

3	Dates of next TSG SA WG 6 meetings
SA6#52-bis-e    16th Jan – 20th Jan 2023 	e-meeting
SA6#53             27th Feb – 03rd Mar 2023 	Athens, Greece
