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****************** START CHANGE ***************
[bookmark: _Toc122440739][bookmark: _Toc20150179][bookmark: _Toc27846985][bookmark: _Toc36188116][bookmark: _Toc45184023][bookmark: _Toc47342865][bookmark: _Toc51769567][bookmark: _Toc114665604][bookmark: _Toc27846555][bookmark: _Toc36187680][bookmark: _Toc45183584][bookmark: _Toc47342426][bookmark: _Toc51769126][bookmark: _Toc106187836]5.35A.4	MBSR authorization
For a MBSR, the subscription information stored in the HPLMN indicates whether it is authorized to operate as MBSR (i.e. IAB-node with mobility), and the corresponding location and time periods as specified in TS 23.502 [3].
Editor's note:	The subscription information for the MBSR will be further specified.
When MBSR roaming is supported, a roaming agreement between VPLMN and HPLMN regarding MBSR operation is in place, and the 5GC can make use of it for authorization of MBSR in VPLMN. MBSR (IAB-DU) can use IAB-node integration procedure or inter-IAB-donor gNB mobility procedure to integrate into VPLMN to provide service.
The MBSR(IAB-UE) is assumed to be configured with preferred PLMN lists and forbidden PLMNs by the HPLMN for the MBSR operation. See further MBSR configuration in clause 5.35A.2.
Editor's note:	Configuration mechanism will be further described based on development of clause 5.35A.2.1.
When the MBSR (IAB-UE) performs initial registration with the serving PLMN, it indicates the request to operate as a MBSR as described in clause 5.35A.1. The AMF authorizes the MBSR based on the subscription information, and provides MBSR authorized indication to NG-RAN. The MBSR establishes the connection to OAM system using the configuration information for MBSR operation.
When MBSR roaming is supported, a roaming agreement between VPLMN and HPLMN regarding MBSR operation is in place, and the AMF can make use of subscription data for authorization of MBSR in VPLMN. MBSR (IAB-DU) can use IAB-node integration procedure or inter-IAB-donor gNB mobility procedure to integrate into VPLMN to provide service.

Editor's note:	The detailed support of inter-IAB-donor gNB mobility is FFS and needs coordination with RAN WGsIt is FFS whether the MBSR indication is a new IE or part of UE 5G MM capabilities.
Editor's note:	Whether existing IAB-Operation allowed indication and IAB authorized indication can be reused for MBSR will be determined.
NOTE 1:	How the MBSR obtains the configuration information for MBSR operation is described in clause 5.35A.2.1.
The AMF of the MBSR can indicate toaccepts the MBSR that it is not allowed to act as an IAB node as normal UE if subscription information does not indicates it is authorized to operate as MBSR during thepart of registration procedure, and in this case does not include MBSR authorization indication to donor-gNB.
Editor's note:	Which NAS message(s) (registration accept, registration reject or/and deregistration request) is used by the AMF of the MBSR for indicating the MBSR is not allowed to act as MBSR is FFS. Whether the NAS layer includes indication of the MBSR (IAB-UE) supports specific feature is FFS.
NOTE 2:	The mechanism applies to both roaming and non-roaming MBSR operations.
****************** END CHANGES ***************
