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[bookmark: _Toc114668493]* * * * 1st Changes (All new text) * * * *
Annex X (informative):
Personal IoT Network
X.Y	PIN Session Model
X.Y.1	General
In this Annex, we describe the PIN Session models with the assumption that one PDU Session serves one PIN.
5GC can enforce PIN level QoS by applying the QoS for the PDU Session since the PIN and the PDU Session has one-to-one relationship. For example, if the operator applies the PIN level AMBR, it can enforce PIN-AMBR by enforcing PDU Session AMBR through the existing policy framework.
X.Y.2	Shared PIN Session Model
With this model, the applications of the PEGC also can use the same PDU Session that is used for relaying the PIN traffic as depicted in the Figure X.Y.2-1.


Figure X.Y.2-1: Shared PIN Session Model
With this model, a PDU Session can serve one PIN of PEGC.
Activation or deactivation of the PIN of PEGC does not require the PDU Session Establishment procedures. The QoS control on PIN may be limited without the PEGC engagement.
X.Y.3	Dedicated PIN Session Model
With this model, the applications of the UE do not share the same PDU Session that is used for relaying the PIN traffic as depicted in the Figure X.Y.3-1.


Figure X.Y.3-1: Dedicated PIN Session Model
With this model, one PDU Session is mapped to one PIN network and other applications of the UE do not share the same PDU Session.
Activation or deactivation of the PIN of PEGC can involve the PDU Session Establishment/Modification/Release procedure.

* * * * End Changes * * * *
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