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[bookmark: _Toc517082226]* * * * First change * * * *
[bookmark: _Toc122443162][bookmark: _Toc114667896][bookmark: _Toc51834528][bookmark: _Toc47592447][bookmark: _Toc45192815][bookmark: _Toc36191729][bookmark: _Toc27894662][bookmark: _Toc114667907][bookmark: _Toc51834538][bookmark: _Toc47592457][bookmark: _Toc45192825][bookmark: _Toc36191739][bookmark: _Toc27894672][bookmark: _Toc20203986]4.3.2.2.4	Multiple PDU Sessions towards the same DNN and S-NSSAI
A UE may establish multiple PDU Sessions associated with the same DNN and S-NSSAI and the AMF may select the same SMF or different SMFs as specified in clause 6.3.2 of TS 23.501 [2].
During PDU Session establishment, the AMF checks if the SMF selection subscription data indicates that the same SMF is required for multiple PDU Sessions and if required, the AMF checks if any SMF is already selected for the same DNN and S-NSSAI, if so, the same SMF will be used for the additional PDU Session.
NOTE 1:	The SMF ID can be notified from UDM to the AMF when one AMF is selected for 3GPP access in VPLMN and a different AMF is selected in HPLMN for non-3GPP access.
NOTE 2:	The same SMF is selected for multiple PDU Sessions towards the same DNN and S-NSSAI to facilitate the selection of the same PCF e.g. for the purpose of usage monitoring.
[bookmark: _GoBack]4.3.2.2.X	Change of Network Slice instance for PDU Sessions
As described in clause 4.3.2.2.3, after SMF selection for a PDU Session, the AMF stores the NSI ID for the S-NSSAI of the Serving PLMN for this PDU Session from the Allowed NSSAI so that AMF is not required to query NSSF for the NSI ID at every PDU Session Establishment procedure. 
In case of the same S-NSSAI associated with multiple Network Slice instances and the AMF determines the change of the Network Slice instance for PDU Session is required (e.g. the selected Network Slice instance is no longer available due to overload), the AMF deletes the NSI ID for the S-NSSAI from the UE Context and indicates the SMF serving the PDU Session to establish a new PDU session associated with the same S-NSSAI. The SMF uses the procedures to change the PDU Session Anchor serving a PDU Session of SSC mode 2 or SSC mode 3 as defined in clause 4.3.5. When UE initiates PDU Session Establishment procedure, the AMF queries the NSSF which selects a new Network Slice instance and returns the appropriate NRF to be used to select SMF within the new Network Slice instance.
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