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	Reason for change:
	Based on the conlcusion in KI#5 in TR 23.700-08:
-	When the hosting network is an SNPN which provides localized services and the home network is an HPLMN, the architecture specified in clause 5.30.2.7 of TS 23.501 [3] is reused for the UE to access both home network services (using the SNPN as underlay network) and localized services (via the SNPN).
-	If the hosting network is a PNI-NPN, existing mechanisms (e.g. roaming architecture, network slicing, etc.) are reused for the UE to access home network services.
-	The existing URSP rules or LADN feature can be re-used for a UE to access the Localized services after the UE has registered to a Hosting network. URSP rules are pre-configured in the UE, provisioned by the PCF of the home network or provisioned by the PCF of the hosting network according to existing principles.
Based on the above conclusion, the existing mechanisms are re-uesed and applicable to the UE for access the Localized services after the UE has registered to a Hosting network. The CR is propoed to include the abvoe conclusion in an Annex since there is no changes to be made to the existing mechanism. The Annex is used to described how the UE accesses the Localized services after the UE has registered to a Hosting network by reusing the existing mechanism.

	
	

	Summary of change:
	The description is added to describe 
-	The network architecture in clause 5.30.2.7 is used for an SNPN as Hosting network. The existing Roaming architecture is used for a PNI-NPN as Hosting network
-	How the network assigns the information of the Localized services to the UE using the existing mechanism
-	How the UE accesses the Localized services based the information provisioned by the network

	
	

	Consequences if not approved:
	UE cannot access the Localize services after the UE registers to a Hosting network
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If a Hosting network is an SNPN, the network architecture in clause 5.30.2.7 is reused and if a Hosting network is a PNI-NPN, the existing Roaming architecture is used.
After the UE has successfully registered to a Hosting network (i.e. SNPN as Hosting network or PNI-NPN as Hosting network), the existing URSP rules or LADN feature can be re-used for a UE to access the Localized services. The URSP rules are pre-configured in the UE, provisioned by the PCF of the home network or provisioned by the PCF of the hosting network according to existing principles.
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