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* * * * 1st change * * * *
[bookmark: _Toc20149626][bookmark: _Toc27846417][bookmark: _Toc36187541][bookmark: _Toc45183445][bookmark: _Toc47342287][bookmark: _Toc51768985][bookmark: _Toc114664949][bookmark: _Toc20149656][bookmark: _Toc27846447][bookmark: _Toc36187571][bookmark: _Toc45183475][bookmark: _Toc47342317][bookmark: _Toc51769015][bookmark: _Toc114664979]5.X	Support for Personal IoT Networks
[bookmark: _Toc114665620]5.X.b	PIN data configuration
A PIN may be dynamically created by an AF requesting 5G core network, or may be pre-configured. The UDR stores the information described in clause 5.2.3.3.1 of TS 23.502 [3] for the PIN in the "PIN Data" Data Subset of the Subscription Data.
If the last PIN for a PEGC is deleted, the PRSP is removed from the PEGC, otherwise the PRSP is provisioned to the PEGC. The PEGC establishes PDU Sessions for joining into PINs when the PRSP is provisioned. The PEGC shall not perform NAT/NATP for the communication within the PIN, may perform NAT/NATP for the communication outside the PIN.
When a PIN is created, pre-configured, or deleted, the URSP needs to be updated, which results in the URSP rule related to PDU Session associated with the PIN being added or removed. In order to support the case that PEMC is collocated with PEGC, the URSP update is applied to PEMCs and PEGCs.
If a PIN is instructed to be deactive or deleted by an AF, the PDU Sessions related to the PIN are released by the network, and the PRSP rule and URSP rule related to the PIN are removed from PEGCs and PEMCs of the PIN, in case of deletion, the configuration for the PIN in UDR, SMF, and PCF are removed. 
If a PIN is instructed to be active by the AF, the PRSP rule and URSP rule related to the PIN are reinstate in PEGCs and PEMCs of the PIN, and the communication configurations for the PIN are reinstalled after the PDU Sessions associated with the PIN have been established.
* * * * End of change * * * *

