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[bookmark: _Toc11247565][bookmark: _Toc27044704][bookmark: _Toc36033746][bookmark: _Toc45131892][bookmark: _Toc49776177][bookmark: _Toc51747097][bookmark: _Toc66360661][bookmark: _Toc68105166][bookmark: _Toc74755796][bookmark: _Toc90643099][bookmark: _Toc28013303][bookmark: _Toc36040058][bookmark: _Toc44692671][bookmark: _Toc45134132][bookmark: _Toc49607196][bookmark: _Toc51763168][bookmark: _Toc58850063][bookmark: _Toc59018443][bookmark: _Toc68169449][bookmark: _Toc97203103][bookmark: _Hlk56636785]*** Start of Changes ***
[bookmark: _Toc20204554][bookmark: _Toc27895253][bookmark: _Toc36192350][bookmark: _Toc45193463][bookmark: _Toc47593095][bookmark: _Toc51835182][bookmark: _Toc114668627]5.2.6.9	Nnef_AFsessionWithQoS service
[bookmark: _Toc20204555][bookmark: _Toc27895254][bookmark: _Toc36192351][bookmark: _Toc45193464][bookmark: _Toc47593096][bookmark: _Toc51835183][bookmark: _Toc114668628]5.2.6.9.1	General
See clause 4.15.6.6.
[bookmark: _Toc20204556]This service is also used to support subscription and notification of QoS Monitoring for URLLC, as described in clause 5.33.3.2 of TS 23.501 [2].
[bookmark: _Toc27895255][bookmark: _Toc36192352][bookmark: _Toc45193465][bookmark: _Toc47593097][bookmark: _Toc51835184][bookmark: _Toc114668629]This service is also used to support subscription and notification of BAT offset for the AF that supports adjusting burst sending time based on RAN feedback, as described in clause 5.27.2.5 of TS 23.501 [2].
5.2.6.9.2	Nnef_AFsessionWithQoS_Create service operation
Service operation name: Nnef_AFsessionWithQoS Create
Description: The consumer requests the network to provide a specific QoS for an AF session.
Inputs, Required: AF Identifier, UE address (i.e. IP address or MAC address), Flow description information as described in clause 6.1.3.6 of TS 23.503 [20] or External Application Identifier, QoS Reference or individual QoS parameters as described in clause 6.1.3.22 of TS 23.503 [20].
Inputs, Optional: time period, traffic volume, Alternative Service Requirements (containing one or more QoS Reference parameters or Requested Alternative QoS Parameter Sets in a prioritized order), QoS parameter(s) to be measured, Reporting frequency, Target of reporting and optional an indication of local event notification as described in clause 6.1.3.21 of TS 23.503 [20], DNN if available, S-NSSAI if available, flow direction, Burst Arrival Time at UE (uplink) or UPF (downlink), Periodicity, Time domain, Survival Time, BAT Window or Capability for BAT adaptation, PDU Set QoS Parameters as described in clause 5.7.x of TS 23.501 [2], Burst periodicity, description of Service Protocol (Indicates RTP/SRTP header type to be used for PDU Set Identification at UPF)..
Outputs, Required: Transaction Reference ID, result.
Output (optional): None.
[bookmark: _Toc20204557][bookmark: _Toc27895256][bookmark: _Toc36192353][bookmark: _Toc45193466][bookmark: _Toc47593098][bookmark: _Toc51835185][bookmark: _Toc114668630]5.2.6.9.3	Nnef_AFsessionWithQoS_Notify service operation
Service operation name: Nnef_AFsessionWithQoS Notify
Description: NEF reports the QoS Flow level event(s) to the consumer.
Inputs, Required: Reports of the events as defined in clause 6.1.3.18 of TS 23.503 [20].
Inputs, Optional: When the event report is for QoS Monitoring for URLLC, includes Packet delay for UL, DL, or round trip of the single UP path or two UP paths in the case of redundant transmission, as defined in clause 5.33.3.2 of TS 23.501 [2]. When the AF has provided Capability for BAT Adaptation or BAT Window, can include BAT offset as described in clause 5.27.2.5 of TS 23.501 [2].
Outputs, Required: None.
Output (optional): None.
[bookmark: _Toc27895257][bookmark: _Toc36192354][bookmark: _Toc45193467][bookmark: _Toc47593099][bookmark: _Toc51835186][bookmark: _Toc114668631][bookmark: _Toc20204558]5.2.6.9.4	Nnef_AFsessionWithQoS_Revoke service operation
Service operation name: Nnef_AFsessionWithQoS Revoke
Description: The consumer requests the network to revoke the AF session with requested QoS or the AF session with requested QoS including Alternative Service Requirements.
Inputs, Required: Transaction Reference ID.
Inputs, Optional: None.
Outputs, Required: Transaction Reference ID, result.
Output (optional): None.
[bookmark: _Toc36192355][bookmark: _Toc45193468][bookmark: _Toc47593100][bookmark: _Toc51835187][bookmark: _Toc114668632][bookmark: _Toc27895258]5.2.6.9.5	Nnef_AFsessionWithQoS_Update service operation
Service operation name: Nnef_AFsessionWithQoS Update
Description: The consumer requests the network to update the Service Requirement(s) and/or additional Alternative Service Requirement(s) for an AF session.
Inputs, Required: Transaction Reference ID.
Inputs, Optional: Flow description information (as described in clause 6.1.3.6 of TS 23.503 [20]), QoS Reference or individual QoS parameters as described in clause 6.1.3.22 of TS 23.503 [20], time period, traffic volume, Alternative Service Requirements (containing one or more QoS Reference parameters or Requested Alternative QoS Parameter Sets in a prioritized order), QoS parameter(s) to be measured, Reporting frequency, Target of reporting and optional an indication of local event notification as described in clause 6.1.3.21 of TS 23.503 [20], flow direction, Burst Arrival Time at UE (uplink) or UPF (downlink), Periodicity, Time domain, Survival Time, PDU Set QoS Parameters as described in clause 5.7.x of TS 23.501 [2], Burst periodicity, description of Service Protocol (Indicates RTP/SRTP header type to be used for PDU Set Identification at UPF).
Outputs, Required: Result.
Output (optional): None.
*** End of Changes ***
