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	Reason for change:
	[bookmark: _GoBack]This contribution aims to specify the Network exposure for Application Layer AI/ML Operation, based on the conclusion agreed in the clause 8.3 of TR 23.700 – 80. Expecially, we need to use the clause 5.2.26.2.1 of TS 23.501 which is agreed as the normative work of UPEAS at the previous meeting, as a biasis.

· UL/DL data rate exposure to AF based on AF request for data rate monitoring with solution without RAN impact.
· The AF could subscribe AF Session/ PDU Session related information for the specific AF Session and reuse the existing notification and subscription mechanism.
NOTE 2:	UL/DL data rate exposure to AF may consider the conclusions of FS_UPEAS KI#2.

	
	

	Summary of change:
	1. Adding the new clause introducing Network exposure for Application Layer AI/ML Operation
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* * * * Start of 1st Change * * * *
5.X.b Network exposure for Application Layer AI/ML Operation
The 5GS supports network information exposure to authorized 3rd party AF to assist the application layer AI/ML operations. 
The AF may subscribe AF Session and/or PDU Session related information for the specific AF, and based on QoS monitoring request, the measurements information (e.g. UL/DL data rate per QoS flow or PDU session as described clause 5.2.26.2.1 of TS 23.502 [3]) may be exposured from UPF via NEF to AF.
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