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[bookmark: _Toc19199148][bookmark: _Toc27821938][bookmark: _Toc36126293][bookmark: _Toc45012617][bookmark: _Toc51754043][bookmark: _Toc51754177][bookmark: _Toc51839004][bookmark: _Toc66692740][bookmark: _Toc66701922][bookmark: _Toc69883601][bookmark: _Toc73625628][bookmark: _Toc122421007]5.1.X	Authorization and Provisioning for 5G ProSe UE-to-UE Relay
[bookmark: _Toc66701831][bookmark: _Toc69883489][bookmark: _Toc73625499][bookmark: _Toc122420841]5.1.X.1	Policy/Parameter provisioning for 5G ProSe UE-to-UE Relay
The following information is provisioned in the UE in support of the UE assuming the role of a 5G ProSe UE-to-UE Relay:
1)	Authorisation policy for acting as a 5G ProSe UE-to-UE Relay:
-	when the UE is "served by NG-RAN":
-	PLMNs in which the UE is authorized to relay traffic for 5G ProSe End UE accessing UE-to-UE Relays over PC5 reference point.
-	when the UE is "not served by NG-RAN":
-	Indicates whether the UE is authorized to be a UE-to-UE Relay over PC5 reference point.
2)	Radio parameters when the UE is "not served by NG-RAN":
-	Includes the radio parameters NR PC5 with Geographical Area(s) and an indication of whether they are "operator managed" or "non-operator managed". The UE uses the radio parameters to perform UE-to-UE Relay discovery and communication procedures only if the UE can locate itself in the corresponding Geographical Area. Otherwise, the UE is not authorised to transmit.
3)	5G ProSe Relay Discovery policy/parameters for 5G ProSe UE-to-UE Relay:
-	Includes the parameters that enable the UE to perform 5G ProSe Relay Discovery as a UE-to-UE Relay when provisioned from the PCF in the ME or configured in the UICC:
-	5G ProSe UE-to-UE Relay Discovery parameters per ProSe Service;
-	User Info ID, Relay Service Code(s), UE-to-UE Relay Layer indicator(s), Traffic type (IP or non-IP); the UE-to-UE Relay Layer Indicator indicates whether a particular RSC is offering 5G ProSe Layer-2 or Layer-3 UE-to-UE Relay service. 
-	Default Destination Layer-2 ID(s) for sending Relay Discovery Solicitation messages and receiving Relay Discovery Announcement and Relay Discovery Additional Information messages;
-	Security related content for 5G ProSe Relay Discovery for each 5G ProSe Relay Service Code.
-	Validity time indicating the expiration time of the Policy/Parameter for 5G ProSe UE-to-UE Relay discovery and communication.
The following information is provisioned in the UE in support of the UE assuming the role of a 5G ProSe End UE accessing a UE-to-UE Relay:
1)	Authorisation policy for acting as a 5G ProSe End UE:
-	when the UE is "served by NG-RAN:
-	PLMNs in which the UE is authorized to access UE-to-UE Relays over PC5 reference point.
-	when the UE is "not served by NG-RAN:
-	Indicates whether the UE is authorized to access a UE-to-UE Relay over PC5 reference point.
2)	Radio parameters when the UE is "not served by NG-RAN":
-	Includes the radio parameters NR PC5 with Geographical Area(s) and an indication of whether they are "operator managed" or "non-operator managed". The UE uses the radio parameters to perform UE-to-UE Relay discovery and communication procedures only if the UE can locate itself in the corresponding Geographical Area. Otherwise, the UE is not authorised to transmit.
3)	5G ProSe Relay Discovery policy/parameters for 5G ProSe End UE:
-	Includes the parameters that enable the UE to perform 5G ProSe Relay Discovery as a 5G ProSe End UE when provisioned from the PCF in the ME or configured in the UICC:
-	5G ProSe UE-to-UE Relay Discovery parameters per ProSe Service;
-	User Info ID, Relay Service Code(s), UE-to-UE Relay Layer indicator(s), Traffic type (IP or non-IP); the UE-to-UE Relay Layer Indicator indicates whether a particular RSC is offering 5G ProSe Layer-2 or Layer-3 UE-to-UE Relay service. 
-	Default Destination Layer-2 ID(s) for sending Relay Discovery Solicitation messages and receiving Relay Discovery Announcement and Relay Discovery Additional Information messages;
-	Security related content for 5G ProSe Relay Discovery for each 5G ProSe Relay Service Code.
-	Validity time indicating the expiration time of the Policy/Parameter for 5G ProSe UE-to-UE Relay discovery and communication.
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