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	Reason for change:
	RAN has not discussed/introduced configured criteria for path switch between two indirect network communication paths. The SL-RSRP or SD-RSRP can still be for the relay reselection criterion.
After the UE has evaluated the USRP, the UE does not require to remember the RSD which is has been matched and does not require the UE to the remember the order of the selection. And the UE will not use this selected RSD as the starting point for the next reevaluation of the whole URSP. So for the target path selection, it would be beneficial for the UE to just reevaluate the URSP or the 5G ProSe policy.

	
	

	Summary of change:
	NG-RAN configured criteria is removed.
Keeping evaluating the next RSD of the selected URSP for the target path selection is replaced by the reevaluating of URSP.

	
	

	Consequences if not approved:
	It is unclear what the NG-RAN configured criteria is.
Remembering the order of selected RSD adds the UE complexity.
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* * * * First Change * * * *
[bookmark: _Toc122420923][bookmark: _Toc66692713][bookmark: _Toc66701892][bookmark: _Toc69883566][bookmark: _Toc73625579][bookmark: _Toc83206688]5.15	Path switching between two UE-to-Network Relays
If the NG-RAN configuredrelay reselection criteria are met, the 5G ProSe Remote UE performs the path switching between two UE-to-Network Relays based on the URSP rules of the 5G ProSe Remote UE traffic handling described in clause 6.5.4, 5G ProSe Policy in clause 5.1.4, or information from application layer (if available) with following considerations:
-	The 5G ProSe Remote UE shall first select the target path which has same type with the original path (i.e. 5G ProSe Layer-2 UE-to-Network Relay, 5G ProSe Layer-3 UE-to-Network Relay with N3IWF, and 5G ProSe Layer-3 UE-to-Network Relay without N3IWF).
-	If there is no same type target path, then this 5G ProSe Remote UE re-evaluates the URSP as specified in clause 6.6.2.1 of TS 23.503 [9] or 5G ProSe Policy in clause 5.1.4keeps evaluating the next RSD of the selected URSP for the target path selection.
NOTE 1:	The NG-RAN configured criteria for path switch between two indirect network communication paths is defined in TS 38.331 [16].
NOTE 2:	If there is the information from the application layer (e.g. provided by an application server), the 5G ProSe Remote UE may use this information to discover the target 5G ProSe UE-to-Network Relay UE. If there are multiple discovered 5G ProSe UE-to-Network Relay UEs, the 5G ProSe Remote UE selects the target 5G ProSe UE-to-Network Relay based on the priority, if any, in the information from the application layer.
The principles from the 5G ProSe Policy in clause 5.1.4 and URSP rules of the 5G ProSe Remote UE traffic handling described in clause 6.5.4 take the higher priority than the information from the application layer.
The path switching procedures between two indirect network communication paths are as described in clause 6.5.5.
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