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	Reason for change:
	As discussed in paper S2-230xxxxx, the feasibility and advantage are obvious that the L2 remote UE directly initiate the emergency service via the existing L2 relay connection using the non-eRSC. So it is better to consider that the L2 remote UE reuses the existing L2 relay connection for emergency service.

	
	

	Summary of change:
	[bookmark: _GoBack]Capture the proposal in S2-2300704 that:
If the 5G ProSe Layer-2 Remote UE has connection with the 5G ProSe Layer-2 UE-to-Network Relay established using the RSC not dedicated for emergency service, when to initiate the emergency service, the 5G ProSe Layer-2 Remote UE may use the existing connection.


	
	

	Consequences if not approved:
	Potential risk that the L2 Remote UE can not carry out emergency service exists or there is significant delay for L2 Remote UE initiating the emergency service if it enforces to use the eRSC.
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* * * * First Change * * * *
[bookmark: _Toc114572446]5.4.x	Support of Emergency Service for UE-to-Network Relaying
If the 5G ProSe Layer-2 Remote UE has connection with the 5G ProSe Layer-2 UE-to-Network Relay established using the RSC not dedicated for emergency service, when to initiate the emergency service, the 5G ProSe Layer-2 Remote UE may use the existing connection.
* * * * End of Changes * * * *

