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	Reason for change:
	In LS S2-2205433, SA2 has the following assumption in Q4:
SA2 assumes that a Relay UE may provide emergency service access to only one Remote UE at any time
SA1 doesn’t make any comments on this aspect, so this assumption should be captured for SA2 future work.
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	Capture the privious SA2 assumption that “SA2 assumes that a Relay UE may provide emergency service access to only one Remote UE at any time”. In addtion, it needs to add the cooresponding behaviors about how to guarantee that only one Remote UE is allowed to be accessed for emergency service.

	
	

	Consequences if not approved:
	Not align with the agreed SA2 assumption.

	
	

	Clauses affected:
	5.4.x (new)

	
	

	
	Y
	N
	
	

	Other specs
	
	X
	 Other core specifications	
	TS/TR ... CR ... 

	affected:
	
	X
	 Test specifications
	TS/TR ... CR ... 

	(show related CRs)
	
	X
	 O&M Specifications
	TS/TR ... CR ... 

	
	

	Other comments:
	

	
	

	This CR's revision history:
	



Page 1


* * * * First Change * * * *
[bookmark: _Toc114572446]5.4.x	Support of Emergency Service for UE-to-Network Relaying
A 5G ProSe UE-to-Network Relay shall guarantee that only one 5G ProSe Remote UE is allowed to be accessed for emergency service at any time. Once a 5G ProSe Remote UE has been accessed for emergency service, the 5G ProSe UE-to-Network Relay shall stop the relay discovery procedure and reject or ingnore any other received connection request.
* * * * End of Changes * * * *

