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	Summary of change:
	Add PLMN ID in ECS Address Configuration Information provided by AF, that the 5GC can identify which PLMN the ECAI associated to.

Add a new clause 6.5.2.X to describe the ECS Address Configuration Information provisioning in roaming case.

Add a new clause 6.5.2.X to support ECS Address Configuration Information provisioning from VPLMN in roaming case.
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* * * Start of Change 1 * * *

[bookmark: _Toc114672337][bookmark: _Toc81816546][bookmark: _Toc81492785][bookmark: _Toc81492221][bookmark: _Toc73950288][bookmark: _Toc73527612][bookmark: _Toc73524708]6.5.2.1	ECS Address Configuration Information
The ECS Address Configuration Information consists of one or more ECS Configuration Information as defined in clause 8.3.2.1 of TS 23.558 [5]. The ECS Configuration Information may contain Spatial Validity Conditions, which includes one of the following alternatives:
-	a Geographical Service Area (see TS 23.558 [5]);
-	a list of TA(s); or
-	a list of countries (list of MCC).
-	a list of PLMN IDs (see Table 4.15.6.3d-1 of TS 23.502[x]).
A UE may receive multiple instances of ECS Address Configuration Information e.g., corresponding to different ECSPs (e.g., the MNO or a 3rd party service provider).
The ECS Address Configuration Information is sent to the UE on a per PDU Session basis. The same PDU session can be used by multiple ECS providers.
The SMF does not need to be aware of the internal structure of the ECS Address Configuration Information.

* * * Start of Change 2, all new text * * *

6.5.2.X	ECS Address Provisioning in Roaming
For both LBO and HR case, the subscription data of the ECS Address Configuration Information in UDM or UDR is stored per PLMN ID.
For the LBO case, an AF in the visited PLMN may provide the EACI via External Parameter Provisioning procedure as described in clause 4.15.6.3d in TS 23.502[3] to UDM via H-NEF. This ECS Address Configuration Information is further provided to SMF as part of subscription information.
For the HR case when access to EHE in VPLMN is allowed:
-	The HPLMN has the knowledge of EACI in the VPLMN: For this scenario, the AF is able to interact with NEF in HPLMN. The AF may provide the VPLMN EACI to H-NEF via External Parameter Provisioning procedure as described in clause 4.15.6.3d in TS 23.502[3], and further to the UDM. During the HR PDU session establishment procedure, the H-SMF sends the VPLMN EACI to V-SMF and then to UE. The V-SMF does not modify, but just delivers the EACI provided by the H-SMF.
-	HPLMN does not have the knowledge of EACI in VPLMN: For this scenario, the AF can’t interact with NEF in HPLMN. The AF deployed in the VPLMN provides the VPLMN EACI to the V-SMF via the V-NEF as defined in clause 6.5.2.x. During the HR PDU Session establishment, the V-SMF sends the VPLMN EACI obtained from V-NEF to the H-SMF, and H-SMF decides the VPLMN ECS Address Configuration Information sent to V-SMF and then to UE according to the PLMN ID additionally.

* * * Start of Change 3, all new text * * *

[bookmark: _Toc73524684][bookmark: _Toc73527588][bookmark: _Toc73950264][bookmark: _Toc81492195][bookmark: _Toc81492759][bookmark: _Toc81816520][bookmark: _Toc114672310][bookmark: _Toc81492197][bookmark: _Toc81492761][bookmark: _Toc81816522][bookmark: _Toc114672312][bookmark: _Toc73524685][bookmark: _Toc73527589][bookmark: _Toc73950265]6.5.2.X	ECS Address Configuration Information Provisioning via VPLMN
[bookmark: _Toc81492196][bookmark: _Toc81492760][bookmark: _Toc81816521][bookmark: _Toc114672311]6.5.2.X.1	General
This procedure describes the provisioning of ECS Address Configuration Information from an AF via NEF in VPLMN.
For provisioning of ECS Address Configuration Information from AF to NEF in HPLMN, External Parameter Provisioning procedure described in clause 4.15.6.3d in TS 23.502[3] shall be used.
[bookmark: _Hlk124170236]Editor’s note: it is FFS whether a new API is used for V-AF to provide ECAI information for roamers or whether External Parameter Provisioning is used, defining e.g. an extra parameter that tells whether Any UE means a) Any subscriber of the serving PLMN only (NEF configures UDM only) or b) Any UE of another (h)PLMN in HR-SBO (NEF configures UDR only) Or c) both (NEF configures UDM and UDR). The section 6.5.2.X will be changed according to the final decision of V-AF to provide ECAI.
6.5.2.X.2	ECS Address Configuration Information Provision from AF via NEF in VPLMN
The AF provides non-PDU Session specific ECS Address Configuration Information via NEF in VPLMN to 5GC is defined in this clause.
 UDR
NEF
AF
1.Nnef_ECSAddress_Create /Update/Delete Request
2.NEF Handling
3.Nudr_DM_Create/Update/Delete Request
4.Nudr_DM_Create/Update/Delete Response
5.Nnef_ECSAddress_Create /Update/Delete Response

Figure 6.2.3.X.1-1 ECS Address Configuration Information provisioning to UDR
1.	The AF invokes the Nnef_ECSAddress_Create /Update/Delete service operation to provide ECS Address Configuration Information to the NEF in VPLMN.
2.	NEF checks whether the AF is authorized to perform the, ECS Address Configuration Information provisioning request based on the operator policies. 
3.	The NEF invokes the Nudr_DM_Create/Update/Delete to the UDR in VPLMN if it is authorized.
4.	The UDR stores/updates/removes the corresponding information (and responds a Nudr_DM_Create/Update/Delete Response to the NEF).
5.	The NEF sends Nnef_ECSAddress_Create/Update/Delete Response to the AF.
[bookmark: _Toc81492198][bookmark: _Toc81492762][bookmark: _Toc81816523][bookmark: _Toc114672313]6.5.2.X.3	ECS Address Configuration Information Provision to the SMF in VPLMN
The SMF in VPLMN (i.e. V-SMF for HR roaming case) may receive the ECS Address Configuration Information from NEF in VPLMN via Subscribe/Notify procedure defined in this clause. 
 SMF
NEF
3.Nnef_ ECSAddress _Notify Request
4.Nnef_ ECSAddress _Notify Response
1.Nnef_ ECSAddress _Subscribe Request
2.Nnef_ ECSAddress _Subscribe Response

Figure 6.2.3.X.2-1: ECS Address Configuration Information provisioning to SMF in VPLMN
1-2.	As pre-requisite condition, the SMF subscribes to ECS Address Configuration Information Change Notification from the NEF by sending Nnef_ECSAddress_Subscribe message. The SMF may indicate that the current status of ECS Address Configuration Information shall be notified immediately (if available). The SMF may indicate for which (list of) DNN and/or S-NSSAI and/or Internal Group Identifier (if available) it subscribes.
3-4.	The NEF invokes Nnef_ECSAddress_Notify (ECS Address Configuration Information) to the SMF if the ECS Address Configuration Information is updated. If there is ECS Address Configuration Information available and immediate report is required, the NEF notifies the SMF(s) with such information immediately. NEF may retrieve the ECS Address Configuration Information from UDR using Nudr_DM_Query/Notify.

* * * End of Change * * *

