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1. Overall Description:
SA2 thanks SA6 for their LS on Support PIN application architecture and interaction.

SA2 has discussed the questions and would like SA6 to consider the answer provided below:

Q1 To SA2: Is 5GC involved in making decisions or providing access control information (e.g., user name, account, SSID, BSSID) to PIN server (AF) during PIN creation/modification procedure? If yes, and what’s the details of access control information? What other information the 5GC can provide to PIN server (AF)? 

A1: No. SA2 has not agreed on any solution that requires 5GC to be involved in making decisions or providing access control information (e.g., user name, account, SSID, BSSID) to PIN server (AF) during PIN creation/modification procedure.

Q2 To SA2: Whether and how the 5GC involved in the PIN creation procedure? If the 5GC is involved in the PIN creation procedure, what and how PIN server interact with 5GC?

A2: No. SA2 has not agreed on any solution that requires 5GC to be involved in PIN creation.

Q3 To SA2: Whether and how the 5GS to allow the PIN server to check the UE identified by the GPSI has subscribed to be a PEMC.

A3: SA2 has not agreed on solution that requires a PIN service specific 3GPP subscription for PEMC UE. As per the SA2 study conclusions PEMC is responsible for PIN Element management (e.g. add/remove the PINE/PEGCs, etc.), which is out of SA2 scope. A legacy UE can also act as a PEMC.

Q4 To SA2: Whether and how the PIN server to interact with 5GS to establish QoS flow for PINE? Is it possible for a PIN server to interact with 5GS to establish a QoS flow to a PEGC that can be used for PINE?
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2. Actions:
To SA6
ACTION: 	SA2 kindly asks SA6 to take the above into account.

3. Date of Next TSG SA WG2 Meetings:
TSG-SA2 Meeting #155		 Feb 20 - 24, 2023				Athens, Greece
TSG-SA2 Meeting #156	Apr 17 - 21, 2023				Elbonia
