

	
3GPP TSG-SA WG2 Meeting #154AH-e	S2-2301001
January 16 – 20, 2023	
	CR-Form-v12.1

	CHANGE REQUEST

	

	
	23.288
	CR
	0669
	rev
	-
	Current version:
	18.0.0
	

	

	For HELP on using this form: comprehensive instructions can be found at 
http://www.3gpp.org/Change-Requests.

	



	Proposed change affects:
	UICC apps
	
	ME
	
	Radio Access Network
	
	Core Network
	X



	

	Title:	
	Optimizing data collection and storage by NWDAF registration in UDM for all Analytics IDs

	
	

	Source to WG:
	Orange

	Source to TSG:
	SA2

	
	

	Work item code:
	eNA_Ph3
	
	Date:
	2023-01-09

	
	
	
	
	

	Category:
	C
	
	Release:
	Rel-18

	
	Use one of the following categories:
F  (correction)
A  (mirror corresponding to a change in an earlier release)
B  (addition of feature), 
C  (functional modification of feature)
D  (editorial modification)
Detailed explanations of the above categories can
be found in 3GPP TR 21.900.
	Use one of the following releases:
Rel-8	(Release 8)
Rel-9	(Release 9)
Rel-10	(Release 10)
Rel-11	(Release 11)
…
Rel-15	(Release 15)
Rel-16	(Release 16)
Rel-17	(Release 17)
Rel-18	(Release 18)

	
	

	Reason for change:
	The following conclusion of FS_eNA_Ph3 is captured in TR 23.700-81:
6.	Normative change (only impacting stage 2) is recommended to allow NWDAF to register in the UDM for the served UE, also for Analytics IDs that are not UE-related, as defined in Solution #65.

	
	

	Summary of change:
	The procedures in clause 6.1C are made applicable to analytics that are not UE-related, when the NWDAF collects UE-related data.

	
	

	Consequences if not approved:
	Sub-optimal data collection traffic.

	
	

	Clauses affected:
	6.1C.1, 6.1C.2

	
	

	
	Y
	N
	
	

	Other specs
	
	X
	 Other core specifications	
	TS/TR ... CR ...

	affected:
	
	X
	 Test specifications
	TS/TR ... CR ... 

	(show related CRs)
	
	X
	 O&M Specifications
	TS/TR ... CR ... 

	
	

	Other comments:
	This CR does not impact TS 23.502 and does no impact stage-3 specifications either.

	
	

	This CR's revision history:
	




Page 1





Orange Restricted

[bookmark: _Toc517082226]* * * * First change * * * *
[bookmark: _Toc122419206]6.1C	NWDAF Registration/Deregistration in UDM
[bookmark: _Toc122419207]6.1C.1	General
The procedures in this clause are applicable to UE-related analytics (e.g. UE mobility analytics) for some network deployments, e.g. such with an NWDAF co-located to an AMF or SMF, where the NWDAF is configured to register in UDM for the UEs that it is serving or collecting data for and for the related Analytics ID(s). The procedures in this clause are also applicable to analytics that are not UE-related, when the NWDAF collects UE-related data. This enables NWDAF service consumers to discover the NWDAF instance that is already serving the UE for one or more Analytics ID(s).
[bookmark: _Toc122419208]6.1C.2	NWDAF Registration in UDM
Figure 6.1C.2-1 shows the procedures for registration of the NWDAF in UDM for UE-related analytics or UE-related data collection.


Figure 6.1C.2-1: NWDAF registration in UDM
1.	NWDAF triggers a registration in UDM, e.g. based on local configuration in the NWDAF, the reception of a new Analytics subscription request, start of collection of UE related data or an OAM configuration action.
2.	The NWDAF registers into UDM for the served UE, by sending Nudm_UECM_Registration request (UE ID, NWDAF ID, Analytics ID(s)).
3.	UDM sends a response to NWDAF.
* * * * End of changes * * * *
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