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For the purposes of the present document, the abbreviations given in TR 21.905 [1], TS 23.501 [2], TS 23.502 [3] and TS 23.503 [4] apply. An abbreviation defined in TS 23.501 [2], TS 23.502 [3] or TS 23.503 [4] takes precedence over the same abbreviation, if any, in any other specifications.
5G-RG	5G Residential Gateway
5G-BRG	5G Broadband Residential Gateway
5G-CRG	5G Cable Residential Gateway
ACS	Auto-Configuration Server
FN-RG	Fixed Network RG
FN-BRG	Fixed Network Broadband RG
FN-CRG	Fixed Network Cable RG
FWA	Fixed Wireless Access
IGMP	Internet Group Management Protocol
L-W-CP	Legacy Wireless access Control Plane Protocol
L-W-UP	Legacy Wireless access User Plane Protocol
MLD	Multicast Listener Discovery
RG	Residential Gateway
RG-LWAC	RG Level Wireline Access Characteristics
SNPN	Stand-alone Non Public Network
USP	User Services Platform
W-5GAN	Wireline 5G Access Network
W-5GCAN	Wireline 5G Cable Access Network
W-5GBAN	Wireline BBF Access Network
W-CP	Wireline access Control Plane protocol
W-UP	Wireline access User Plane protocol




* * * * Next change * * * *

4.x Access to SNPN services via wireline access network
Access to SNPN defined in TS 23.501 clause 5.30 via a wireline access network follows the same specification and procedures used for accessing a PLMN via a wireline access with the following modifications:
· The SNPN is implicitly selected by wired physical connectivity between 5G-RG or FN-RG and W-AGF. 
· In the case of 5G-RG connected via FWA, the 5G-RG shall support SNPN-Enabled UE mode to connect to SNPN as specified in TS 23.501 [2] clause 5.30.2.4.1 where the UE is replaced by 5G-RG. 
· The Global Line Identifier (GLI) used by W-AGF for providing access to SNPN services is specified clause 4.7.8, in and in BBF TR‑470  and in TS 23.003 [19].  The realm part of the NAI may include the NID of the SNPN.
· The Global Cable Identifier (GCI) used by W-AGF for providing access to SNPN services is specified in TS 23.316  and  TS 23.003 [19]. The realm part of the NAI may include the NID of the SNPN;
· The Onboarding of 5G-RG is performed as specified in clause 9.6 and onboarding procedure specified in TS 23.501 clause 5.30.2.10 is not applicable
· Access to PLMN services via SNPN is not supported from wireline access network.
· The access to SNPN via PLMN is not supported from wireline access network. 
Editor’s Note The procedure for onboarding of a FWA is FFS  
Editor’s Note The support of SNPN using credential from a Credential Holders is FFS  
Editor’s Note The specification in this clause may be revised considering the indication from BBF and Cablelabs
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