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[bookmark: _Toc58920559][bookmark: _Toc106167707][bookmark: _Toc58920664][bookmark: _Toc106167816]3.1	Definitions
For the purposes of the present document, the terms and definitions given in TR 21.905 [1] and the following apply. A term defined in the present document takes precedence over the definition of the same term, if any, in TR 21.905 [1].
5G enhanced positioning area: see TS 22.261 [3].
5G positioning service area: see TS 22.261 [3].
LCS Client: entity that interacts with GMLC for the purpose of obtaining location information for one or more UEs. The LCS Client may reside in the UE.
For the purposes of the present document, the following terms and definitions given in TS 23.271 [4] apply:
Call Related: see TS 23.271 [4].
Codeword: see TS 23.271 [4].
Current Location: see TS 23.271 [4].
Deferred location request: see TS 23.271 [4].
DL Positioning: positioning of a target UE in which the target UE obtains downlink measurements for a 3GPP RAT.
Immediate location request: see TS 23.271 [4].
Last Known Location: see TS 23.271 [4].
LCS (LoCation Services): see TS 23.271 [4].
Local Co-ordinates: see TS 23.032 [8].
Local Location: location determined by Local Co-ordinate(s).
Location Estimate: see TS 23.271 [4].
Positioning Reference Unit (PRU): see TS 38.305 [9].
Pseudonym: see TS 23.271 [4].
Pseudonym mediation device: Functionality that verifies pseudonyms to verinyms.
RAT Independent Positioning: positioning of a target UE in which the target UE obtains measurements not related to a 3GPP RAT.
Requestor: see TS 23.271 [4].
Requestor Identity: see TS 23.271 [4].
Response Method: for LCS Client using the OMA MLP protocol. Detail see TS 23.271 [4].
Scheduled Location Time: a future global time (e.g. UTC) at which a UE is to be located.
Service Type: see TS 23.271 [4].
Target UE: see TS 23.271 [4].
UL Positioning: positioning of a target UE in which NG-RAN obtains uplink measurements of the target UE for a 3GPP RAT.
UL+DL Positioning: positioning of a target UE using both DL Positioning and UL Positioning.
Velocity: see TS 23.271 [4].
Verinym: see TS 23.271 [4].
* * * * Next Change * * * *

6.11.2	Network Assisted Positioning Procedure
Figure 6.11.2-1 shows a procedure that may be used by an LMF to support network assisted and network based positioning. The procedure may be based on an NRPPa protocol in TS 38.455 [15] between the LMF and NG-RAN.




Figure 6.11.2-1: Network Assisted Positioning Procedure
Precondition:	A LCS Correlation identifier and the AMF identity have been passed to the LMF by the serving AMF. In case of PRU, LCS Correlation identifier is generated by LMF and provided to AMF during PRU Registration Accept message.
1.	The LMF invokes the Namf_Communication_N1N2MessageTransfer service operation towards the AMF to request the transfer of a Network Positioning message to the serving NG-RAN node (gNB or ng-eNB) for the UE. The service operation includes the Network Positioning message, and may indicate if the positioning is initiated towards a PRU, and the LCS Correlation identifier. The Network Positioning message may request location information for the UE from the NG-RAN.
2.	If the UE is in CM IDLE state, the AMF a network triggered Service Request procedure as defined in clause 4.2.3.3 of TS 23.502 [19], to establish a signalling connection with the UE. If positioning towards a PRU is indicated in step 1, the AMF verifies the UE is a valid PRU before initiating the procedure.
3.	The AMF forwards the Network Positioning message to the serving NG-RAN node in an N2 Transport message. The AMF includes a Routing identifier, in the N2 Transport message, identifying the LMF (e.g. a global address of the LMF).
4.	The serving NG-RAN node obtains any location information for the UE requested in step 3.
5.	The serving NG-RAN node returns any location information obtained in step 4 to the AMF in a Network Positioning message included in an N2 Transport message. The serving NG-RAN node shall also include the Routing identifier in the N2 Transport message received in step 3.
6.	The AMF invokes the Namf_Communication_N2InfoNotify service towards the LMF indicated by the routing identifier received in step 5. The service operation includes the Network Positioning message received in step 5 and the LCS Correlation identifier. Steps 1 to 6 may be repeated to request further location information and further NG-RAN capabilities.

* * * * End of Changes * * * *
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