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Abstract of the contribution: The proposal is submitted to modify terms and abbreviations in Clause 3 of TR 23.700-87.
1. Discussion
In Clause 3.1, the term DC Application Server which is used in Solution #20 is added, although its functional definition is out of scope of this specification. The term AR Application Server which is used in Solution #9 for supporting AR communication is added. Some abbreviations in Clause 3.2 are modified according to the definition in solutions; and some of them are removed as they are not used.
2. Proposal
It is proposed to capture the following changes into TS 23.700-87.
* * * * Start of Changes * * * * 

3.1
Terms

For the purposes of the present document, the terms given in TR 21.905 [1], in TS 23.501 [2] and the following apply. A term defined in the present document takes precedence over the definition of the same term, if any, in TR 21.905 [1] or in TS 23.501 [2].

Application data channel: It is used to transfer data of data channel applications between the UEs or between the UE and the network. The application data channel should be established only after the application has been downloaded. As specified in TS 26.114 [6], the stream ID for application data channel can be integers starting from 1000.
AR Application Server: It is used to control the service logic related to AR communication. The functional definition of the AR Application Server is out of scope of 3GPP.
Bootstrap data channel: It is used to transfer data channel application list and data channel applications between the UE and the network. The bootstrap data channel is based on HTTP protocol. As specified in TS 26.114 [6], the stream ID for bootstrap data channel can be integers below 1000.
Data channel application: The HTML web content includes JavaScript(s), and optionally image(s) and style sheet(s). It is accessible at the HTTP root ("/") URL through a bootstrap data channel and describes the graphical user interface and the interactive service logic.
DC Application Server: It interacts with DCSF and DC media function (either DCMF or enhanced MRF) for data channel traffic handling in P2A/A2P scenario. The functional definition of the DC Application Server is out of scope of 3GPP.
Ms reference point: This reference point is used to request signing of an Identity header field or request verification of a signed assertion in an Identity header field.
Secure Telephone Identity Authentication Service (STI-AS): The SIP application server that performs the function of the authentication service defined in IETF RFC 8224 [18].
Secure Telephone Identity Verification Service (STI-VS): The SIP application server that performs the function of the verification service defined in IETF RFC 8224 [18].
3.2
Abbreviations

For the purposes of the present document, the abbreviations given in TR 21.905 [1], in TS 23.501 [2] and the following apply. An abbreviation defined in the present document takes precedence over the definition of the same abbreviation, if any, in TR 21.905 [1] or in TS 23.501 [2].
5QI
5G QoS Identifier

A2P
Application to Person



DC
Data Channel
DCAR
Data Channel Application Repository
DCMF
Data Channel Media Function
DCMTSI
Data Channel Multimedia Telephony Service for IMS
DCS
Data Channel Server

DCS-C
Control Function of Data Channel Server

DCS-M
Media Function of Data Channel Server

DCSF
Data Channel Signalling Function
P2A
Person to Application

P2P
Person to Person

PASSporT
Personal Assertion Token
QCI
QoS Class Identifier

QoS
Quality of Service



RCD
Rich Call Data

SHAKEN
Signature-based Handling of Asserted information using toKENs

STI
Secure Telephone Identity

STI-AS
Secure Telephone Identity Authentication Service

STI-VS
Secure Telephone Identity Verification Service

STIR
Secure Telephone Identity Revisited
TN
Telephone Number
* * * * End of Changes * * * * 

3GPP

SA WG2 TD


