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[bookmark: _Toc19199065][bookmark: _Toc27821855][bookmark: _Toc36126209][bookmark: _Toc45012533][bookmark: _Toc51753959][bookmark: _Toc51754093][bookmark: _Toc51838920][bookmark: _Toc66692646][bookmark: _Toc66701825][bookmark: _Toc69883483][bookmark: _Toc73625493][bookmark: _Toc122420835]5.1.2.1	Policy/Parameter provisioning for 5G ProSe Direct Discovery
The following sets of information for 5G ProSe Direct Discovery over PC5 reference point is provisioned to the UE:
1)	Authorization policy for 5G ProSe Direct Discovery:
-	When the UE is "served by NG-RAN":
-	For open 5G ProSe Direct Discovery:
a)	open 5G ProSe Direct Discovery Model A monitoring authorization policy:
-	PLMNs in which the UE is authorised to perform 5G ProSe Direct Discovery monitoring.
b)	open 5G ProSe Direct Discovery Model A announcing authorization policy:
-	PLMNs in which the UE is authorized to perform announcing.
-	For restricted 5G ProSe Direct Discovery:
a)	restricted 5G ProSe Direct Discovery Model A monitoring authorization policy:
-	PLMNs in which the UE is authorised to perform restricted 5G ProSe Direct Discovery Model A monitoring.
b)	restricted 5G ProSe Direct Discovery Model A announcing authorization policy:
-	PLMNs in which the UE is authorized to perform restricted 5G ProSe Direct Discovery Model A announcing.
c)	restricted 5G ProSe Direct Discovery Model B Discoverer operation authorization policy:
-	PLMNs in which the UE is authorized to perform Model B Discoverer operation.
d)	restricted 5G ProSe Direct Discovery Model B Discoveree operation authorization policy:
-	PLMNs in which the UE is authorized to perform Model B Discoveree operation.
NOTE 1:	In this specification, [When the UE is "served by NG-RAN"] and [When the UE is "not served by NG-RAN"] have similar meaning as in "served by E-UTRAN" and "not served by E-UTRAN" in TS 23.303 [3], but applied are relevant to 5G ProSe Direct discovery/communications over NR PC5 reference point.
-	When the UE is "not served by NG-RAN":
-	Indicates whether the UE is authorized to perform 5G ProSe Direct Discovery for Model A and Model B when "not served by NG-RAN".
NOTE 2:	If both Model A and Model B are authorized for 5G ProSe Direct Discovery, it is up to UE and application implementation to select a discovery model or perform both models simultaneously.
2)	Parameters used for 5G ProSe Direct Discovery:
-	The mapping of ProSe services (i.e. ProSe identifiers) to Destination Layer-2 ID(s) for sending/receiving initial signalling of discovery messages.
NOTE 3:	The same Destination Layer-2 ID for 5G ProSe Direct Discovery can be mapped to more than one ProSe services.
NOTE 4:	The values provisioned for the Destination Layer-2 ID(s) for 5G ProSe Direct Discovery, for Destination Layer-2 ID(s) for 5G ProSe Direct Communication, defined in clause 5.1.3.1 and for Destination Layer-2 ID(s) for 5G ProSe UE-to-Network Relay Discovery defined in clause 5.1.4.1, are different from each other.
-	Application identifiers to be used for 5G ProSe Direct Discovery over PC5 interface.
NOTE 5:	The Security parameters for 5G ProSe Direct Discovery can be provisioned by 5G DDNMF as defined in TS 33.503 [29].
3)	Radio parameters when the UE is "not served by NG-RAN":
-	Includes the radio parameters per NR PC5 with Geographical Area(s) and an indication of whether they are "operator managed" or "non-operator managed". The UE uses the radio parameters to perform 5G ProSe Direct Discovery over PC5 reference point when "not served by NG-RAN" only if the UE can reliably locate itself in the corresponding Geographical Area. Otherwise, the UE is not authorized to transmit.
NOTE 6:	Whether a frequency band is "operator managed" or "non-operator managed" in a given Geographical Area is defined by local regulations.
-	Default PC5 DRX configuration (see TS 38.331 [16]).
4)	Restricted ProSe Discovery UE ID for Restricted Direct Discovery:
-	ProSe Discovery UE ID.
5)	Group Member Discovery parameters:
-	For each discovery group that the UE belongs to include the following parameters that enable the UE to perform Group Member Discovery when provided by PCF or provisioned in the ME or configured in the UICC:
-	Application Layer Group ID: Identifies an application layer group or a discovery group that the UE belongs to;
-	Layer-2 Group ID: layer-2 ID for Application Layer Group ID;
-	User Info ID: For Model A, this corresponds to the Announcer Info parameter when the UE is acting as an announcing UE. For Model B, this corresponds to the Discoverer Info in Solicitation messages and the Discoveree Info in Response messages, when the UE is acting as a discoverer or discoveree UE respectively.
NOTE 7:	User Info ID is expected to be assigned uniquely to a user within the discovery group.
6)	Optionally, the 5G DDNMF address (either FQDN or IP address) in the Home PLMN.
7)	Validity timer indicating the expiration time of the Policy/Parameter for 5G ProSe Direct Discovery.
The above parameter sets bullet 2), bullet 3), bullet 5) and bullet 7) may be provided or updated to the UE by the ProSe Application Server, except for the Security parameters in bullet 2).
* * *Next Change * * * 
5.4.1	5G ProSe Layer-3 UE-to-Network Relay
[bookmark: _Toc69883503][bookmark: _Toc73625516][bookmark: _Toc122420862]5.4.1.1	General
The 5G ProSe Layer-3 UE-to-Network Relay shall provide generic function that can relay any IP, Ethernet or Unstructured traffic:
-	For IP traffic over PC5 reference point, the 5G ProSe Layer-3 UE-to-Network Relay uses IP type PDU Session towards 5GC.
-	For Ethernet traffic over PC5 reference point, the 5G ProSe Layer-3 UE-to-Network Relay can use Ethernet type PDU Session or IP type PDU Session towards 5GC.
-	For Unstructured traffic over PC5 reference point, the 5G ProSe Layer-3 UE-to-Network Relay can use Unstructured type PDU Session or IP type PDU Session (i.e. IP encapsulation/de-capsulation by 5G ProSe Layer-3 UE-to-Network Relay) towards 5GC.
The type of traffic supported over PC5 reference point is indicated by the 5G ProSe Layer-3 UE-to-Network Relay e.g. using the corresponding RSC. The 5G ProSe Layer-3 UE-to-Network Relay determines the PDU Session Type based on configuration of the mapping between PDU Session parameters and RSC, as specified in clause 5.1.4.1.
IP type PDU Session and Ethernet type PDU Session can be used to support more than one 5G ProSe Layer-3 Remote UEs while Unstructured type PDU Session can be used to support only one 5G ProSe Layer-3 Remote UE.
NOTE:	The maximum number of PDU Sessions can affect the maximum number of 5G ProSe Layer-3 Remote UEs that the 5G ProSe UE-to-Network Relay can support.
The 5G ProSe Layer-3 UE-to-Network Relay provides the functionality to support indirect connectivity to the 5GS for 5G ProSe Layer-3 Remote UEs. A 5G ProSe Layer-3 Remote UE can be located within NG-RAN coverage or outside of NG-RAN coverage.
The 5G ProSe Layer-3 Remote UE and 5G ProSe Layer-3 UE-to-Network Relay may use the PC5 DRX mechanism to perform 5G ProSe UE-to-Network Relay Communications over PC5 reference point as specified in clause 5.13.
* * *Next Change * * * 
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Figure 6.5.2.2-1: Connection Establishment for 5G ProSe Layer-2 UE-to-Network Relay
0.	If in coverage, the 5G ProSe Layer-2 Remote UE and 5G ProSe Layer-2 UE-to-Network Relay may independently perform the initial registration to the network according to registration procedures in TS 23.502 [5].
1.	If in coverage, the 5G ProSe Layer-2 Remote UE and 5G ProSe Layer-2 UE-to-Network Relay independently get the service authorization for 5G ProSe Layer-2 UE-to-Network Relay operation from the network. Service authorization and parameters provisioning for 5G ProSe Layer-2 UE-to-Network Relay operation are performed for the 5G ProSe Layer-2 UE-to-Network Relay and 5G ProSe Layer-2 Remote UE as specified in clause 5.1.4.
	If the 5G ProSe Layer-2 Remote UE is "not served by NG-RAN"not in coverage, the pre-configured parameters are used, and the service authorization and parameters may be updated after step 6.
	If the 5G ProSe Layer-2 Remote UE has not performed Initial Registration, the 5G ProSe Layer-2 Remote UE may perform the Initial Registration in step 6.
2.	The 5G ProSe Layer-2 Remote UE and 5G ProSe Layer-2 UE-to-Network Relay perform 5G ProSe UE-to-Network Relay Discovery and selection, as specified in clause 6.3.2.3.
3.	The 5G ProSe Layer-2 Remote UE initiates a one-to-one communication connection with the selected 5G ProSe Layer-2 UE-to-Network Relay over PC5 using the procedure as described in clause 6.4.3.
4.	The 5G ProSe Layer-2 Remote UE establishes an RRC Connection with the same NG-RAN serving the selected 5G ProSe Layer-2 UE-to-Network Relay, specified in TS 38.300 [12].
5.	During step 4, if the 5G ProSe Layer-2 UE-to-Network Relay is in CM_IDLE state and receives a trigger from the AS layer to enter CM-CONNECTED state due to Remote UE's AS layer connection set up with the NG-RAN, the 5G ProSe Layer-2 UE-to-Network Relay performs Service Request procedure in the clause 4.2.3.2 of TS 23.502 [5].
6.	The 5G ProSe Layer-2 Remote UE sends a NAS message to the serving AMF. The NAS message is encapsulated in an Uu RRC message that is sent over PC5 to the 5G ProSe Layer-2 UE-to-Network Relay, and the 5G ProSe Layer-2 UE-to-Network Relay forwards the Uu RRC message to the NG-RAN specified in TS 38.300 [12]. NG-RAN selects the 5G ProSe Layer-2 Remote UE's serving AMF and forwards the NAS message to this AMF.
	If 5G ProSe Layer-2 Remote UE has not performed the initial registration, the NAS message is an initial Registration message. Otherwise, the NAS message is either a service request message, or a mobility or periodic Registration message taking into account the TAI in the RRC container received from the 5G ProSe Layer-2 UE-to-Network Relay during Relay Discovery (see clause 5.8.3.3) or PC5-RRC message, as specified in TS 38.300 [12].
7.	The 5G ProSe Layer-2 Remote UE may trigger the PDU Session Establishment procedure as defined in clause 4.3.2.2 of TS 23.502 [5].
8.	The data is transferred between the 5G ProSe Layer-2 Remote UE and UPF via the 5G ProSe Layer-2 UE-to-Network Relay and NG-RAN. The 5G ProSe Layer-2 UE-to-Network Relay forwards all the data messages between the 5G ProSe Layer-2 Remote UE and NG-RAN, as specified in TS 38.300 [12].

* * *End of Changes * * * 
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