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Abstract of the contribution: This document proposes conclusion update for KI#2
1. [bookmark: _Toc50468387][bookmark: _Toc50468657][bookmark: _Toc50630903][bookmark: _Toc50468928][bookmark: _Toc50631405][bookmark: _Toc50467043]Discussion
Generally, to support the load balance in real network, the PDU sessions which belong to multiple UEs may select difference PCFs. And these PCFs are supposed to access the same UDR. If the PCFs not belong to single UDR, which imply that the PCFs are deployed between a larger service area and the coordination policy is useless.
So it is suggested to reuse the interaction between PCF and UDR, and UDR is responsible to coordinate the policy parameters and then notify these update to corresponding PCF.

2. [bookmark: _Toc2086459][bookmark: _Toc43806245][bookmark: _Toc50630907][bookmark: _Toc50631409][bookmark: _Toc43806552]Proposal
It is proposed to capture the following aspects in TR 23.700-60.
[bookmark: _Toc97268159]* * * * Start of change * * * *
[bookmark: _Toc117119250]8.2	Conclusions for Key Issue#2
The following aspects are concluded as principles for the normative work:
-	For multi-modality flows transmitted by multiple UEs, the AF manages the flows in the following ways:
-	The AF procedure is extended with QoS requirements for individual service flows and treatment requirements and policies according to the conclusions for Key Issue #1.
-	In case multiple UEs are involved, AF provides the information related to all UEs to NEF either using a single procedure or using multiple UE specific procedures. 
-	In either case, the AF may indicate that specific service data flows belong to the same multimodal service by associating them with a common ID. PCF uses the individual service data flow QoS requirements and requirements and policies in the same way as concluded for Key Issue #1.
-	Multiple PCFs may be involved for multiple UEs. If the policy coordination is required, the PCFs can update the policy based on UDR.
Editor’s Note: Whether multiple PCFs may be involved in the procedures for multiple UEs and how the coordination across PCFs works in that case is determined in the normative phase.
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