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************** 1st changes (all new text) ****************
6.X	Support of the local traffic routing in VPLMN for Home Routed PDU Sesion for roaming
6.X.1	General
When roaming, the UE establishes a Home Routed Session that is capable of supporting session breakout in V-PLMN based on the subscription. In this scenario, the Home PLMN and Visited PLMN have an agreement on the support of the local traffic routing (i.e. session breakout performed by V-SMF) in VPLMN for the home routed session.
1)	During the establishment of Home Routed PDU Session, Home PLMN allows the roaming UE to access the local part of DN identified by DNN based on its HPLMN subscription.
2)	V-SMF in V-PLMN performs the session breakout procedure for the UE to access the local part of DN where the EAS in EHE is located in VPLMN. This can be triggered by the EAS discovery procedure using V-EASDF.
3)	Through a Home Routed Session, the UE can access EAS deployed in EHE in VPLMN while the UE can also access the data network in the Home PLMN.
6.X.2	Procedure
6.X.2.1	General
This procedure describe the abstract procedure for the authorization of the local traffic offloding using HR PDU Session.
6.X.2.2	HR PDU Session for supporting SBO in VPLMN


Figure 6.X.2.2-1. Procedure for HR PDU Session supporting Session BreakOut (SBO) in VPLMN
1. During the registration procedure, the AMF receives the HR-SBO allowed indication per DNN/S-NSNAI from the UDM in the step 14b of the procedure in the clause 4.2.2.2.2 of TS 23.502 [3].
2. During the PDU Session establishment procedure for Home-routed roaming as in clause 4.3.2.2.2 of TS 23.502 [3], if the AMF receives the HR-SBO allowed indication for requested DNN/S-NSSAI in the step 1, the AMF selects V-SMF supporting ULCL/BP with V-EASDF interaction and the AMF sends the local traffic offloading allowed indication to the V-SMF. If the V-SMF determines to request of session breakout for home routed PDU Session, V-SMF selects the V-EASDF and V-SMF sends the request for local traffic routing with the V-EASDF address to H-SMF, the H-SMF authorizes the request based on subscription data and provides VPLMN offloading policy (e.g. Session AMBR for the local DN, FQDN range, IP range) and the DNS server address of HPLMN to V-SMF.
3. Based on the information received from the H-SMF, the V-SMF configures the V-EASDF with the DNS handling rules. The V-SMF configures the V-EASDF considering the offloading policy and the DNS server address of HPLMN. 
4. EAS (re)-discovery procedure for HR roaming scenario is perfomed.

******************** End changes ********************
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