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Abstract of the contribution: This contribution updates all the key issue conclusions to close all the open issues.  
1.
Discussion
This contribution proposed EN resolutions for all key issues based on the RAN3 LS (S2-2210197/R3-226048) and the pre-meeting conference call discussions. 
2.
Text proposal
It is proposed to agree the following changes to TR 23.700-05:
>>>>BEGINNING OF 1st CHANGES<<<<
8.2
Conclusions for KI#2

The Normative work will be based on the following conclusions:

- 
No normative work is needed to handle individual UE mobility with regards to MBSR. The legacy procedure of Inter-gNB-DU Mobility as defined in the TS 38.401 [6] or the legacy handover procedure using the Xn/N2 reference points as defined in the TS 23.502 [5] is used.
-
No normative work is needed to support UEs in RRC-Idle or RRC-Inactive state when a MBSR goes out-of-service. The legacy procedure for cell (re-)selection as specified in TS 38.304 [21] for RRC-Idle and RRC-Inactive is used.
-
No normative work is needed to support UEs in RRC-Connected state when a MBSR goes out-of-service. If the MBSR goes out-of-service due to e.g. MBSR moves to an area where the MBSR is not allowed to provide the relay service, the legacy procedure for IAB node Release as specified in TS 38.401 [6] is used.

>>>>END OF CHANGES<<<<
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